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PREFACE. 



Id its present form the "Elements of the Precision of Measur»- 
ments and Graphical Methods" represents the ground covered in a 
brief course which has been given for a number of years at the Massa- 
chusetts Institute of Technology to all students in connection with 
their work in the Physical Lalxiratory. The author has been induced 
to amplify the printed " Notes " on this subject and gjve them a wider 
circulation in response to repeated requests to use them elsewhere. 
Although prepared primarily to meet the needs of his own classes, it 
is hoped, m the present form, they may prove useful in other tech- 
nical schools and colleges where quantitative work forms a part of 
the curriculum, and also to engineers whose work involves experi- 
mental testinft. In many laboratories far too little we^ht is attached 
to the discuasioa of the magnitude and effect of sources of error 
on a result. This has been forced upon the writer's attention as the 
result of personal interviews with hundreds of graduate students 
entering the Institute, who apply for excuse from laboratory work. 
It is the exceptional student who has any conception how to figure 
out the precision of a final computed result from the precision 
of his individual measurements, and this is true even though hia 
laboratory note-book shows his work to have been carefully and credi- 
tably performed. It ia the author's firm conviction that one of the 
most valuable and enduring benefita of physical laboratory training 
to a student of Science or Engineering is the acquisition of the proper 
view-point with which to approach an investigation, be it either 
purely ecientifio or technical; that is, the ability to recognize the 
essentials of a problem at the outset, so as to economize both time 
and labor in its solution. Although the exercise of judgment, based 
upon the personal experience of the investigator, ia essential to the 
"best solution" of any experimental problem, still it ia desirable to 
direct the student's attention to precision methods at an early stage 
of his laboratory work. Experience has shown that this may be satis- 
factorily done as soon as he has had a little practice in exact measure- 
ments and can handle the elements of Differential Calculus. At the 
Institute the course ia given at the middle of the sophomore year, 
after the student has performed some six or eight experiments on 
fundamental measurements in Mechanics. Continued application of 
the principles is then made in subsequent laboratory work throughout 
the junior and senior years, and a precision discussion ia regarded as 
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an important feature of the final thena. It has been the vtiter's 
experience that students have little trouble in understanding the gea- 
eral principles involved, but meet with conuderable difficulty in 
applying these principles to concrete problems. For this reason the 
subject is most satisfactorily taught to nnall sections by recitations 
based on the text and the solution of numerous problems selected from 
the book and from the current laboratory work. A close correlation 
of clasB-room and laboratory work is indeed highly desirable, and in 
the Rogers Laboratory of Physics it is the practice to require with 
each laboratory report a precision discussion of the data or a solution 
of some precision problem related to the experiment. The laboratory 
manuals have been written with this in view. 

The method of treatment has been kept as brief as possible. A 
full discussion of the subject, with proofs based on the Theory of 
Probability and the Method of Least Squares, would so enlarge the 
woi^ as to defeat its end. Proofs of the few theorems and formula 
which the student is asked to assume may be found in any good treatise 
on Least Squares. An excellent treatment is that given in Bartlett's 
"Method of Least Squares." A more exhaustive treatment of Pre- 
cision Methods may be found in Holman's "Precision of Measure- 
ments." 

A chapter on the solution of illustrative problems has been added 
to assist students who find it necessary to work up the subject by 
themselves. The collection of problems has been compiled from 
recent examination papers. The chapter on Graphical Methods con- 
tAJiiH specific directions for constructing graphs, and general directions 
for obtaining therefrom the functional relationship between two 
variables. For engineering students, as well as physicists, the method 
of logarithmic plotting will be found of wide application. In the 
Appendix several tables, of assistance in precision computations, 
have been added. 

In conclusion the author desires to express his indebtedness for 
many suggestions to his colleagues who have so ably assisted him in 
the instruction of this subject in recent years, and in particular to 
Professor William J. Drisko, whose experience in teaching this and 
related subjects has been most helpful. 

■^ . - . ■ H. M. Goodwin. 

SECOND EDITION. 

In ♦■hi" edition. Section III. has been rearranged and extended by the 
introduction of a number of new problems whicb have been found useful 
in teaching the subject. These have been grouped according to the method 
best adapted to their solution, to assist those who wish to work up the 
subject by themselves. A few minor additions and corrections to the text 
have been made. H. u, Q. 

1919. 
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PRECISION OF MEASUREMENTS. 



CUiBiflcatloii of Pbyiical Heaturementt. — All pbysica! 
measurements may be classed as direct or indirect ac- 
cording as the measurement gives the desired result di- 
rectly, or as the result is obtained by combining the re- 
sults of several measurements by means of some formula. 
Examples of the first class are the measurement of a length 
by means of a scale, the mass of a body by means of an equal 
arm balance, and the electrical resistance of a wire by the 
direct method of substitution. Examples of indirect meas- 
urements are the determination of g, the acceleration due to 
gravity, by means of a pendulum, involving the measure- 
ment of the length and time of vibration of the pendulum, 
the determination of the index of refraction of a substance 
from measm^ments of the angle and the minimum deviation 
of a prism by means of a spectrometer, and the determina- 
tion of the specific heat of a substance by the method of 
mixtures in which the results of the measurement of a num- 
ber of temperatures and weights are combined. The greai 
majority of problems arising in practice come under the 
second class. 

RdlablUty of a Result— In order that the result of any 
measurement, whether direct or mdirect, may be of any 
scientific or technical value, it is necessary to have some 
numerical estimate or measure of its reliability. The im- 
portance of such a measure cannot be overestimated. The 
result of a test, of a study of an instrument or method, or 
of the determination of a constant, may be rendered almost 
worthless, unless the investigator is able to state the degree 
of reliance which can be placed upon it. This phase of 
an investigation should be kept constantly in mind in all 
laboratory work. The student's ability to intelligently dis- 
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8 PBEaSION OF MEASDRBHSNTS 

CUSS the reliability of his data is regarded as of do leas im- 
portaoce than hia ability to perform accurate work. 

By the predawn or precision measure of a result, denoted 
for brevity by p.m., will be always understood the best nu- 
merical measure of its reliability which can be obtained after 
all known sources of error have been eliminated or corrected 
for. How this may be computed wilt be explained betow. 
By the accuracy of a result should, strictly speaking, be un- 
derstood the degree of concordance between it and the true 
value of the quantity measured. Since, however, the latter 
is usually unknown, it is seldom that we can obtain a numeri- 
cal measure of the absolute accuracy of a measurement. We 
must in most cases be content with an estimated or computed 
precision measure. The terms "accuracy" and "precision" 
are often carelessly used indiscriminately. 

The precision measure of a du-ect measurement is of no 
less importance than of an indu-ect measurement. As the 
precision of the latter depends primarily on the precision of 
the separate components from which it is computed, the 
method of determining a numerical estimate of the reliability 
of a series of direct observations will first be considered. 

Classlflcation of Errors. — When any quantity b measured 
to the full precision of which the instnmient or method em- 
ployed is capable, it will in general be found that the results 
of repeated measurements do not exactly agree. This is 
true not only of results obtained by different observers using 
different instruments and methods, but also when the meas- 
urements are made by the same observer under similar con- 
ditions. The cause of these discrepancies lies in various 
Boiuxea of error to which all experimental data are subject. 
These may be grouped conveniently in two classes, — de- 
terminate and mdeterminate errors. 

Determinate Errors. — Determinate errors are, as their 
name indicates, of such a nature that their value can be de- 
termined and their effect on the result thereby elimmated. 
They may be classified as follows: — 

a. Inatrumental Errors.— These may arise from poor con- 
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DETERMINATE ERROBS 9 

BtnictioD or faulty adjustment of an instrumeDt, as, for ex- 
ample, a defect in a micrometer screw, faulty graduatioos 
of scales and circles, ecceDtricity of circles, unequal balance 
arms, etc. 

6. Personal Errors. — ^These may arise from characteristic 
peculiarities of individual observers, as, for example, the 
tendency to always record the occurrence of an event too 
soon or too late. This frequently happens in recording 
transit observations in which the "personal equation" of the 
observer becomes an important factor. 

c. Errors ql_ Method or Theoretical Errors. — ^These may 
arise from using an instrument tmder conditions for which 
its graduations are not standard . 

The following illustrations will make clearer the nature of 
the above sources of error. Suppose that the arms of a 
chemical balance are slightly unequal in length. All weigh- 
ings made with such a balance will be m error due to this 
cause (if the balance be used in the ordinary way), by an 
amount depending on the inequality in the length of the 
arms. Repeated weighings of the same substance on the 
same balance by the same method will, however, give no 
indication of the presence of this source of error. Ilie re- 
peated independent weighings may indeed check among 
themselves to the full sensitiveness of the balance, and yet 
the result may be in error, due to the constant instnmieDtal 
error, by a very large amount. The presence of such an error 
would only be detected by comparing the results of the weight 
of the same body obtained on different balances or by differ- 
ent methods of weighing, for the probability of the same in- 
strumental error occurring to the same extent in different 
instruments is very small. 
C. Again, suppose a length is measured by means of a grad- 
uated scale at 20° C, while the scale is standard at some 
other temperature, say 0° C. Repeated measurements with 
such a scale by the same method and under the same condi- 
tions would probably show a very close agreement among 
themselves, and give no clew to the presence of any constant 
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10 PREaSlON OF MEASUREMEIfTS 

error. The result would, however, be too small, since the 
value of the unite of the scale would all be too large, due to 
the expansion of the scale from 0° to 20*. The error thus 
introduced by using the scale under conditions other than 
those for which it is standard is, however, determinate in its 
nature, since a knowledge of the coefBcient of expansion of 
the scale and of the temperature at which it is standard, 
and also at which it is used, furnishes all necessary data 
for reducing the observed result to the value it would 
have had, had the scale been standard at the time of the 
measurement. The concordance of a series of observations 
taken under similar conditions is, therefore, no criterion of 
the absence of constant errors even of very large amount. 

To detect and eliminate such errore, it is necessary to com- 
pare the results of measurements of the quantity by different 
methods, different apparatus, and, if possible, different ob- 
servers, and to average such independent results by a special 
method described later; for the probability of the same source 
of error being present under such variable conditions is very 
small. An interesting illustration of the presence of a cod- 
stant error escaping detection is to be found in the original 
determination of the ohm by the British Association Com- 
mittee. The excellent agreement of the observations among 
themselves lead to the conclusion that the result possessed a 
high degree of reliability. Later determinations by inde- 
pendent methods and observers gave values which differed 
from the B. A. value by over one per cent., an amount far 
in excess of the precision with which the B. A. determination 
had been carried out. Attention was thus called to the 
probable presence of some constant error which further in- 
vestigation verified. 

RestditcU Errors. — ^After a result has been corrected as well 
as may be for all known sources of determinate errors, there 
may still remain in it small errors, the value of which cannot 
be determined, and which, therefore, fall into the second 
general class of errors, — indeterminate errora. Thus, if the 
instrumental error arising from inequality in the length of 
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INDETERMINATE ERRORS 11 

balance arms be corrected by a detertainatioD of the ratio 
of the arms, this ratio will be known to only a certain degree 
of precision, and hence the corrected result of a weighing 
may still be in error by an amount depending on the preci- 
sion with which the correction itself has been determined. 
Or, again, correcting for the expansion of a scale involves an 
experimental investigation of the coefficient of expansion of 
the material of which the scale is constructed, and this con- 
stant can be determined with only a certain degree of pre- 
cision. A result corrected by means of this coefficient will, 
therefore, still be uncertain beyond a certain point due to 
the uncertainty in the value of the coefficient used. These 
small errora remaining, because of the tmpoestbility of com- 
pletely correcting for constant errora, are called residual 
errors: their numerical value and algebraic sign cannot be 
determined, but usually limiting values may be estimated 
and assigned to them. For this reason they are properly 
grouped and treated under the second general class of errora 
mentioned, — indeterminate errors. 

Indeterminate Errors. — Accidental; Residual. — Experience 
shows that, when a measurement is repeated a number 
of times with the same mstrument and by the same ob- 
server under apparently the same conditions, the results 
usually differ in the last place or sometimes last two 
places of figures. Thus in so simple a measurement as the 
determination of the distance between two lines with a scale 
graduated in millimeters, successive measurements will not 
agree to one-tenth millimeter if fractbns of a millimeter are 
estimated by the eye. Errors which give rise to such varia- 
tions which at one time cause a result to be too high and 
at another too low are due to causes over which the observer 
has no control, such as sudden temperature fluctuations which 
may give rise to unequal expansion of different parts of an 
apparatus, or to changes in refraction, barometric changes, 
shaking of the instrument due to mechanical jar or to the 
wind, etc.; and, more important still, to physiological causes 
arising from imperfections or fatigue of the eye or ear 
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12 PRECISION OF MEASUREMENTS 

of the observer. The magnitude and eign of errors arising 
from such causes have been shown, however, to follow 
a perfectly definite law, — namely, the law of chance. The 
nature of this law may be illustrated as follows. Suppose a 
thousand shots be fired at a target by a skilled marksman 
under conditions as nearly alike as possible. Experience 
shows that the shots will be distributed in a manner which 
at first sight seems entirely irregular, but which on more 
careful examination will be found to be approximately in 
confonnity with a perfectly definite law. In an actual case 
obtained with a target ruled in horizontal sections by lines 
one foot apart, the centre line (corresponding to the bull's 
eye) being in the middle of one of tiiese spaces, the follow- 
ing results were obtamed: — 



Invm 


No. of a 


+mo+n 


1 


+ 4} "+31 


4 


+ 3} "+2} 


10 


+ 2i"+l} 


89 


+ 11"+ 1 


190 


+ 1 " - 1 


212 


- 1 " - H 


204 


- U " - 2} 


193 


-21 "-3} 


79 


-31 "-41 


16 


-41 "-SI 


2 



If a plot be made with the number of shots falling in the 
several sections as ordinates and the distance of the corre- 
sponding spaces from the central line as abscissEB, we obtain 
Figure 1. From this it appears that plus and minus devia- 
tions of the shots from the central line are about equally 
frequent, and that small deviations occur with much greater 
frequency than large ones. If the number of shots (corre- 
spondmg to observations) be increased, the irregularities pres- 
ent in the curve will tend to smooth out, and it can be 
shown mathematically that in the limit the curve repreaent- 
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ing the law of chaoce takes the general form shown in Fig- 
ure 2, the equation of which is 

Here y ib the frequency of the occurrence of an error of the 
magnitude x, and A ia a constant, the value of which depends 
on the character of the observations and which affords a 
measure of their precision. The curve represented by this 
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14 FRECISION OF MEASUREHENTS 

equation is called the Curve of Error. By inspection it is 
Been that: — 

First, — Small errors occur more frequently than large ones 
(curve of error has a maximum for x = o) ; 

Second. — Very large errors are unlikely to occur (curve is 
asymptotic to the axis of .Y) ; 

Third. — Positive and negative errors of the same numerical 
magnitude are equally likely to occur (curve of error is sym- 
metrical with respect to axis of Y). 

Since accidental and residual errors of a series of observa- 
tions follow the law of chance, they may be properly subjected 
to mathematical treatment based on this law. It must be 
remembered, however, that, since the law itself represents 
a limiting case, correspondmg to an infinite number of ob- 
servations, deductions from it apply to a finite number of 
observations only with a certain probability which becomes 
less the sotaller the number of observations. 

The Method of Least Squares. — As aheady pointed out, 
in the great majority of measurements the true value of the 
quantity is unknown and cannot be determined. Were it 
known, a measurement would be superfluous. All that we 
can hope to obtain from our experimental data is the most 
probable value of the quantity or quantities in question. 
In many cases this is a simple matter; but in others, where 
the number of observations is larger than the number of 
unknown quantities to be determined, the problem may 
become one of some difficulty. The branch of mathematics 
which treats of the general problem of the adjustment of 
errors of observation so tliat their effect upon the result is 
reduced to a minimum, and the best representative values 
of the desired quantities thus. obtained, is called Least Squares, 
the name being derived from the criterion upon which the 
adjustment of the observations is based. This states that 
the most probable values of a series of related observations 
arc those for which the sum of the squares of the errors is 
a minimum. Certam deductions from the theory of Least 
Squares will be assumed as demonstrated in the course of 
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ABrrHUETICAL MBAN 15 

this work. For the proofs the student is referred to Bart- 
lett's Method of Least Squares or other treatises on the 
subject. An illustratioD cnF the method as apphed to the 
computation of the coostantB of an empirical equation is 
gjven under Graphical Methods. 

The Arithmetical Uean. — Deriatlon Measures. — We will 
DOW consider the precision discussion of a series of direct 
measurements. Let Oi, Oj, . . . a. be a series of observations 
on a quantity, all of which possess an equal degree of prob- 
ability. Under these conditions the moet probable value 
of the quantity is given by the arithmetical mean, m, of the 
series, t^. 

Since the true value of the quantity is unknown, the error 
of each of the observations and of the mean, m, cannot be 
determined. We can, however, obtain a numerical measure 
of the amount by which each observation differs from the 
mean value, and from this the probable deviation of the mean 
can be computed. The difference between the value of any 
observation of a series and the mean value of the series is 
called the deviation of thtU observation from the mean. It 
is to be distinguished from the absolute error of the obser- 
vation, t.e., the difference between the observed value and 
its true value, from which it may differ widely. Deviations 
as thus computed follow the same law as indeterminate errors, 
i,e., the law of chance, and are subject, therefore, to the 
same mathematical treatment. They give a measure of 
the magnitude of the accidental error of a measurement, but 
evidently afford no indication of the presence or magnitude 
'of any constant errors which may be present. 

If the numerical deviations di, d^, dg, ... d„, be computed 
for any series of observations as above, their algebraic sum 
will be zero, since the sum of the positive deviations is equal 
to the sum of the negative deviations. If, however, their 
arithmetical mean be computed, disregarding th^r ago, the 
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16 FRECIBION OF IfBASUREMENTB 

result will be a number which expresses how much on the 
average any single observation of the series taken at random 
is likely to di£Fer (plus or minus) from the mean, m. This 
average value 

a.d.=— (2) 

is called the average deviation of a single observation, and will 
be denoted by a,d. In recording data as oi, a,, . . . a„, space 
should always be left for computing the deviations (Jj, d^, 
. . . d^, respectively, and their a.d. as follows: — 

Oi — m ^ dj 
0, — m ^ dj 
Oj — m^ dt 



0,— in = rf, 

2a , Sd 

m= — a.d. =— 

n n 

Looked at from another pomt of view, an a.d. is a numerical 
measure of the amount by which a new observation taken 
under the same conditions as before is likely to di£Fer from 
the mean value, m. It gives a numerical measure equaily 
likely to he plus or minus, of the uncertainty of any 
single observation of the series, so far as the measurement 
is affected by accidental errors. 

Deviation of the Mean, A.D. — In general, however, it is 
the reliability of the mean that we desire to know rather 
than that of a single observation. As the mean has a higher 
degree of probability than any single observation trom which 
it is computed, it must evidently have a smaller deviation 
than a single obser\-ation in proportion to its greater reli- 
ability. It can be shown that an arithmetical mean com- 
puted from n equally probable observations is V^ times as 
reliable as any one observation. Hence, if the deviation 
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D&VUTION MEASOBES 17 

measure of a-single observatioa of a series is a.d., the devia- 

as great; t.e., the deviation of the mean, denoted by A.D., is, 

A.D.= ~, (3) 

Thus, if the mean value of nine measurements of the dis- 
tance between two lines is 1.3215 mm. and the average devia^ 
tion of any one of the meaaurementa is found to be a.d. ^ 
0.0033 mm., the mean will have a probable deviation not 

0033 
greater than ■ .- — ^0.0011 mm. From this it will be seen 

that in general it does not pay to increase the number of 
observations beyond a certain limit, say nine or sixteen, as the 
time and labor involved soon become excessive, without a 
corresponding increase in the precision attained. 

Fractional and Percentage Deviation Measures. — It is fre- 
quently convenient to express the reliability of a quan- 
tity as a fractional or as a percentage part of the quantity 
itself. Thus we have in very conunon use the two following 
deviation measures derived from the preceding: — 



Since these measures are never computed to more than two 
significant figures, see page 23, a and m, being approxi- 
mately the same, may be used indiscriminately in the com- 
putation. 

DerlatJOQ Measnre vs. Predsioa Heasure. — A little con- 
flideration will make clear that all of the above demotion 
measures ^ve a measure of the magnitude of errors of that 
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18 PREaSION OF MEASUREMENTS 

type which has been classed as accidental. A result may 
be seriously in error due to residual errors, and yet the ob- 
servations show a good agreement among themselves, and 
their deviatioD measure be correspondingly small. If the 
magnitude of the residual errors can be estimated, we may 
compute the true preciswn measure, abbreviated p.m., of 
the result as follows: — 

Let the estimated magnitude of the residual errors be 
Ti, Tj, . . . r„. Let d.m. represent the value of the deviation 
measure of the accidental errors. This may be expressed as 
an average, fractional or percentage deviation, but, which- 
ever is chosen, the residuals must be expressed in the same 
way. It can then be shown that the most probable measure 
of the reliability of the result will be given by the expression : — 

^« =1^.* + r,' + r," + . . . +1'^ (4) 



or p.m. = yjdjil.* + rj' -|- V + . , . + i-,'. (4a) 

Thus the precision measure of a result differs from its devia- 
tion measure in that it includes the effect of residual as well 
as of accidental errors. In a great many cases the value of 
the residuals is negligible compared with the magnitude of 
the accidental errors. In this case p.m. = d.m. The sym- 
bol S will be used to represent the value of p.m. or d.m. in- 
discriminately, as the latter is only a special case of the 
former when %j^ is negligible. 

It will be shown on page 31 that any single residual r^ 
may be regarded as negligible in computmg p.m. if 

r* = J p.m. (5) 

Also that any number p of residuals are simultaneously neg- 
ligible if 

W + r.^+.-.+V^iP"'- (6) 

The Probable Error and the Mean Error — In the discus- 
sion of observations by the method of Least Squares and 
in many foreign treatises certain other measures are in 
common use; namely, the so-called probable error and the 
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mean error. The "probable error" of an observation is of 
such a magnitude that the probability of making an error 
greater than it is just equal to the probability of making 
one less than it, both probabilities being one-half. The 
probable error of a single observation and of the mean 
of n observations are given by the expressions 

p.e. = 0.6746 J -^^ and P.E. = 0.6745 \/ — ^^-^ 
» n — 1 ' n (n — 1) 

respectively) where Srf* is the sum of the squares of the 
deviations of the single observations from the mean. 
The following approximate formulse are more convenient 
forms to use for purposes of computation: 

p.e. = 0.8453^=^= and P.E. = 0.8453 ^^ • 
Vn (n- — 1) nvn — 1 

The "mean error" it is defined as the square root of the 
arithmetical mean of the squares of the errors. It is 
seldom used except in treatises on Least Squares. 

It can be shown from the equation of the curve of error 
(p. 13) that, interpreted geometrically, p.e. = OP, the ab- 
scissa of the ordinate which divides the area OXY into 
equal parts; a.d. = OD, the abscissa of the ordinate pass- 
ing through the center of gravity of the half area; and 
^=OJIf, the abscissa of the point of inflection of the curve. 
From this it follows that 



0.4769 . 1 1 



p.e. = — I — ; <i-d. 



or p.€. =0.85 a.d. =0.67>*. 

Although the probable error is frequently used by physi- 
cists as a precision measure, the average deviation is 
simpler, and will be adopted throughout the present work. 
Weights. — It frequently happens that it is necessary to 
average a series of results which have not been taken under 
like conditions, and which are not all equally probable; i.e.. 
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which do not have the same precision measures. In this case 
it is first necessary to assign relative weigkta to the obser- 
vations, 80 that, in taking the average, the more precise 
measm^ments may be given a proportionally greater 
"weight" than the less precise measurements. 

It can be shown that the relative weights of a series of 
observations are inversely proportional to the squares of 
their precision measures; i.e., if pi, pa, pj, . . . etc., are the 
weights of a series of observations whose respective precision 
measures are «i, 82, h, • ■ ■ etc., respectively, 

111 
Pi:p.:p3:...=^-i:jp:|i:.... (7) 

In determming the values of p, the nearest round numbers 
satisfying the above proportion should be chosen. 

Since the various precision and deviation measiu^s differ 
from each other only by a constant factor, any one of them 
may be used in computing " weights." It is, of course, neces- 
sary, however, that the same measure be used throughout 
any given discussion; i.e., it is not permissible to express 
the precision of one quantity as an average deviation, another 
as a probable error, and a third as a percentage error. 

The Weighted Mean.— Having obtained the weighta pi, p,, 
p^, etc., to be assigned respectively to a series of quantities 
mi, nij, mg, etc., the best representative value or weighted 
mean will evidently be given by the expression 

_ Pi X Wi + Pa X m^ + Pi X mg . ■ . 

Pl + Pa + P8+--- * ^ ' 

Rejection of Observations. — In a series of measurements 
taken under similar conditions, it not unfrequently happens 
that an observation will differ quite widely from others in 
the series, and the tendency to regard such an oliservation 
as erroneous and to reject it is great, particularly among 
beginners. If such an observation obviously contains a 
mistake, as, for example, the recording of a wrong number, 
the recording the wrong scale division, the incorrect adding 
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up of weights, etc., it may, of course, be legitimfltely re- 
jected. If, however, no mistake is apparent, the observa- 
tion should never be rejected without the most scrupu- 
lously unbiassed judgment on the part of the observer or 
the application of some mathematical criterion for the 
rejection of doubtful observations. For the experienced 
observer the former procedure is preferable, even though 
several mathematical criteria, Peirce's, Chauvenet's, etc., 
have been deduced, which are very satisfactory when 
the number of observations considered is large. In most 
physical work the number of observations is not very 
great, however, and one widely discordant from the others 
has an undue weight on the value of the mean. It is 
frequently better to reject such an observation, even 
though it contains no apparent mistake. A g ood cri- 
terion to follow in such cases is the following: — 

Compute the mean and the average deviation a.d., 
omitting the doubtful observation. Compute also the 
deviation, d, of the doubtful observation from the mean. 
If d >" 4 a.d., reject the observation, since it can be shown 
that the probabiUty of the occurrence of an observation 
whose deviation is equal to four times the average devia- 
tion is only one in a thousand. An error of this unusual 
magnitude is called a Huge Error. 

Computation Rules and Significant Figures. — It is prob- 
ably true that at least half th e time_usually spent on com- 
putations is wasted, owing to the retention of more figures 
than the precision of the data warrants, and to the failure 
to use either logarithms or a slide rule instead of the 
lengthy arithmetical processes of multiplication and divi- 
sion. An important feature of physical laboratory work is 
the proper use of significant figures in recording data and 
in subsequent computations. The habit should be ac- 
quired at the outset of rejecting at each stage of the work all 
figures which have no influence on the final result. 

Rules for the correct use of significant figures are dis- 
ctissed in the introduction to Holman's "Computation 
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Rules and Logarithm Tables" which may very advantageously 
be used in connection with the laboratory work. A fuller 
discussion, including the demonstration of these rules, is 
given in Holman's " Precision of Measurements." The 
following brief statement of the rules is essentially that 
given in these works : — 

A Digit is any one of the ten characters 1, 2, 3, 4, 5, 6, 7, 8, 
9,0. 

A Si^ificant Figure is any digit to denote or signify the 
amount of the quantity in the place in which it stands. Thus 
zero may be a significant figure when it is written, not merely 
to locate the decimal point, but to indicate that the quantity 
in the place in which it stands is known to be nearer to zero 
than to any other digit. 

For example, if a distance has been measured to the nearest 
fiftieth of an inch, and found to be 205.46 inches, all five of 
the figures, including the zero, are significant. Similarly, if 
the measurement had shown the distance to be nearer to 
205.40 than to 205.41 or to 205.39, the final zero would be 
also Bignificaot, and shovM invariably he retained, since its 
presence serves the most useful purpose of showing that this 
place of figures had been measured as well as the rest. If 
in such a case the quantity had been written 205.4 instead 
of 205.40, the inference would be drawn either that the 
hundredths of an inch had not been measured or that the 
person who wrote the number was ignorant or careless of 
the proper numerical usage. Failure to follow this simple 
rule is a common source of annoyance and uncertainty. 

A zero, when used merely to locate the decimal point, 
is not a significant figure in the above sense; for the 
position of the decimal point in any measurement is 
determined solely by the unit in which the quantity 
in question is expressed. The number of decimal places 

■" " 't has, therefore, in itself no significance in 

the precision of a measurement. For exam- 
se a certain distance is found to be 122.48 
an A.D, of 0.12 cm. The percentage pre- 
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suit coDtains five significant figures, and its precision remains 
the same, namely, 0.10%, whether it be expressed as 1.2248 
meters, A.D. = 0.0012 m., or 1224.8 mm., A.D. = 1.2 mm. 
The statement that the distance is measured to 0.12 cm. gives 
DO idea of the precision of the measurement unless the distance 
iteelf is stated. A fractional or percentage precision measure, 
on the other hand, gives a definite idea of the precision of the 
measurement without any further statement, as it involves 
both the value of the quantity and its average deviation. 

The following rules are deduced subject to the condition 
that the accumulated errors in a computation shall not affect 
the second unreliable place of figures in the final result by 
more than one unit, even though as many as sixteen rejec- 
tions of figures are made in the course of the computation. 
This is a safe limit to assume for most physical work, as it 
is seldom that more than this number of quantities or oper- 
ations enter into any single computation. 

fiute /. — In rejecting superfluous figures, increase by 1 the 
last figure retained, i} the folUming figure (that rejected) is 5 
(trover. 

Rule II. — In ail deviation and precision measures retain 
two, and only two, significarU figures. 

The reason for this rule is as follows: consider the above 
example where the length measured is m = 122.48 cm. with an 
A.D. = 0.12 cm. The significance of the A.D. is that the 
place of figures in m occupied by the 4 is uncertain by 1 
unit, and that the next place of figures occupied by 8 is un- 
certain by 12 units, while the third decimal place would be 
imcertain by at least 120 units; i.e., by an amount which 
would render it practically worthless. In genera!, the place 
of figures corresponding to the first significant figure of the 
deviation measure is somewhat uncertain (from 1 to 9 units), 
while the place corresponding to the second significant figure 
in the deviation measure is uncertain by ten times this amount 
{10 to 90 units, or, more exactly, 10 to 99 units). Beyond 
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thia place the significance of additional figures is bo slight as 
to be of no value : hence, as deviations and precision meas- 
ures are at best only estimates of the reliability of s result, 
it is useless to compute them to places of figures which have 
no real significance in the result to which they refer. 

If the first ^gnificant figure of the precidon measure is as 
great as 8 or 9, in which case the place of figures in the data 
corresponding to the second place in the precision measure 
is unreliable by 80 to 90 units, it is usually sufiScient to 
retain but one ragnificant figure in the precision measure. 

Rule III. — Retain as many places of figurei in a mean re- 
sult and in daia in general as correspond to the second place 
of significant figures in the deviation or precision measure. 

Two places of doubtful figures are thus retained in data 
and computations rather than one, so that accumulated 
errors due to rejections in the course of a computation may 
not affect the first place of uncertain figures in the result. 

Rule I V. — ^The sum or difference of two or more quanti- 
ties cannot be more precise numerically than the quantity 
having the largest average deviation. Hence, in adding or 
subtracting a number of quantities, find the average deination 
of each, and then retain in each quantity as many places of 
figures as correspond to the second place of significant figures 
in the largest deviation. 

Rule V. — In multiplication or ^vision the percentage 
precision of the product or quotien^'cannot be greater than 
the percentage precision of the least precise factor entering 
into the computation. Hence, in compulations involving 
these operations, the nunAer of significant figures to be re- 
tained in each factor is determined by the number properly 
retained under Rule III. in the factor which has the largest 
percentage devialion. Computations involving a precision 
not greater than 14 per cent, should be made with a slide 
rule. For greater precision logarithm tables should be 
used. If multiplication and division must be resorted to, 
the "short method" of rejecting all superfluous figures 
at each stage of the operation should be adopted. 



,v Google 



INDIRBCT MEABUREMENTS 25 

Rule VI. — In carrying out the operations of muUiplicaiion 
and division by logarithms, retain as many figures in the man- 
tissa oj the logarithm of each factor as are properly tetained 
in the factors themselves under Rule V. 

Precision Discussion of Indirect Measurements. — We will 
now conaider the precision discussion of indirect measure- 
ments; i.e., those in which the final result is a more or less 
complicated function of one or more directly measured 
quantities. Two distinct classes of problems may arise: 

First. — ^The precision measures of the directly measured 
components are known (determined as above described), and 
it is desired to find the precision measure of the final result. ^ 

Second. — The desired precision of the final result is stipu- 
lated at the outset, and the problem is to ascertain what 
precision is necessary in the components, in order that the 
accumulated effect of the errors in these on the final result 
shall not exceed the prescribed limit. 

The importance of these problems cannot be overesti- 
mated; for, in the first case, a final result, be it the result 
of chemical analysis, the value of a physical constant, the 
algebraic expression of a law, or an efficiency test of an en- 
gine, is practically worthless unless a numerical estimate 
of its reliability can be stated. In fact, it may be worse 
than worthless if carried out to indicate a higher precision 
than the data warrant. And the second case is of equal 
importance; for, unless an investigator makes a preliminary 
precision discussion of his method and apparatus before 
bef^ning work, so that he may know, at least approx- 
imately, how precisely each quantity entering into the final 
result should be measured, the chances are that much 
time and labor will be wasted in measuring some compo- 
nents more precisely than necessary, while others will be 
measured to a degree of precision which will render impos- 
sible the attainment of the desired precision in the final 
result. 

Rotation. — In the precision discussion which follows, the 
following notation will be adopted. 
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M = the final computed result of any indirectly measured 
quantity. 

A = numerical precision measure of M. 

nil, »ij, . . • = directly measured quantities, which may 
be either mean results or single observations. 

81, «s, , . . = the numerical precision measures of nti, m^, 
. . . respectively. 

The values of 8 ^g^t be expressed &a average deviations, 
probable errore, or^ean errors, discussed on page 19. In the 
diBcussion of any given problem, however, the same kind 
of precision measure must be used throughout; i.e., in any 
given problem it is not proper to express the precision meas- 
ures of some quantities as probable errors, others as average 
deviations, and still othets as [>ereentage or fractional de- 
viations. In the foUovnTig discussion we shall altoays assujne 
values of S to be expressed as deviations,* 

^1, Ag, . . . , will be used to denote the deviations pro- 
duced in M by deviations Ji, Sj, . . . in the components 
mj, TWj, . . . respectively. 

From the above notation it follows that, 



— ,— ,... = the fractional precision of the components 
mi, iMj, . . . respectively; 

100 — , 100 —,... = the percentage precision of the com- 

vii mj 

ponents mi, ttjj, . . . respectively. 
In general 

M=fim„m„...m,), (9) 

which for brevity may be written M ^ f ( ), where the 
form of the function is determined by the formula by which 
M is computed from mi, m,, etc. The first class of problems 
may then be stated mathematically as follows — 

* Tbe ± lopi uBwislcd witfa every value ol 6 (u .Jl u ^.kly omitted. 
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Caae I. — ^The Direct Problem. Given the precimn meas- 
ures Si, 8a> • ■ ■ 8»i of ^ component measwements mi, m,, 
. . . wi„ to compuie the precision measure A of the result M. 

The solution of this problem is obtained by finding, first, 
the effect of the deviation in each component on M, and 
then combining these separate effects to get the resultant 
effect. The method of computation to be followed in this 
last procedure depends upon the law to which the deviations 
concerned are subject, and will be considered below. 

Separate Effects. — ^The effect of a deviation 8* in any com- 
ponent m« will be to produce a deviation A* in M of an 
amount 

. ^v , 

Aj = r- - ■ «»i 

}in, 

= 3^/( ).8„ (10)" 

i.e., an amount equal to the rate at which the value of the 
function M = f { ) changes as m^ changes {the other com- 
ponents TTij, ma, . .'.etc., remaining constant), multiplied 
by the actual change Si in m*, or, in other words, the partial 
differential coefficient of the function with respect to m, 
multiplied by the actual deviation «, in m^. 

Bzanpla 1.— Find the deviation in the volume of a 
sphere whose diameter is 10.013 cm,, if the avera)^ devia- 
tion in the measurement of the diameter \s A.D. = 0.012 cm. 

Comparing with the notation on page 26, it a e\-idcnt ttiat 

m = I>=10.0I3cm., and8 = J.D. = 0.012cm. .■- h./. 
The computed value of I' ia 

V= J X 3.1416 X 1U.013' ' 
= 525.64 C.P. 
By (10) the deviation A in this volume produced by die 
deviation I in the diameter is 

= i T, 3D' . J 

= t X 3.1 X 3 X 10^ X 0.012' 

= 1.9c.r.; 
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»^., the vohime 525.5 c.c. is uncertain bf 1 .9 C.C., or by 19 parte 
inSaOO. AderiatioDof 100^ = 100 ^^ = 0.12% m the 
diameter introduces A devUtioD of 100 p = 100 -v^= 0.36% 
in the volume, t'^., a percentage deviation three timsa 
aa great. In thia eaae V is a function of only a single vari- 
able, hence the resultant deviation in V is givan at once by 
the above result. 

Bxampls 2. — ^What will be the numerical deviation in the 
value of ff, as determined by a second's pendulum, due to 
a deviation A.D. = 0.0020 second in the determination of 
the time of vibration^ and a deviation A.D. =: 0.10 cm. in , 
the determination of the length? 

Hence in the general notation M ^g^ f { )^'7! 

mi=l=100 cm.; m* = ( = l sec.; 3i = Ji = 0.10 cm.; 
ii = ii = 0.0020 sec. 

The deviation Ai in ^ produced by the deviation S| in t li 
by (10) 

= ^XlX!i 



= 0.96 ^=5 ; 
i^., a deviation of 0.10 cm. in the measurement of I will 
produce a deviation of 0.96 —^^ in the value of g. 

Similarly the deviation &, ia g due to the deviation 1| in t 
'a by (10) 



-=l(^)-" 



2 X 33* X 100^ 



«^iii k 
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i^., K deviation of 0.0020 sec. in the measurement of the time 

will introduce an uncertainty in the value of g of 3.8 ^=i- 

The negative sign simply indicates that a ptositive deviation in 
( produces a negative deviation in g, and vice versa. Since all 
deviations are equally likely to be plus or minus, in pre- 
cision discussions no attention is usually paid to the sign 
resulting from differentiation of a function. By a direct 
application of (10) the effect of a deviation in any single 
component on a final result may always be computed. A 
much shorter method than the above, applicable in certain 
special cases, will be pointed out i>elow. 

ReauUani Effect. — To find the combined or resultant effect A, 
on the final resuU of the separate demotions A], Aj, . . . etc., 
produced by the components. 

If it is desired to find the maximum resultant effect 
of several deviations ±A,, ±A2, . . . +A,, it is aaaumed 
that they occur simultaneously with the same sign. The 
resultant effect will then be their arithmetical sum, i.e., 

A = Ai+Aj-f. . . +A,. (11) 

This case is of imF>ortance only when an estimate of 
the extreme limit of error is desired. 

The important case to consider ia that in which the values 
of Ai, Aa, . . . etc., are equally likely to be plus or minus and 
of a magnitude determined by the general law of deviations. 
If each A^ is computed by formula (10), page 27, i.e., 
S_ 

these conditions will always be fulfilled, since the values of 
8* which determine A* are of the nature of true deviations. 
Under these circumstances the most probable resulting devia- 
tion A, in M, can be shown by the method of Least Squares to 
be that obtained by combining the values of A* by the formula 

a' = a," + a,'+...+a'„ (12) 

or A =Va",»Ta>^ + . . . + A,*. (12a) 
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This does not give us an exact solution of the problem, but 
rather the solution which in the long run is better than that 
obtained by any other method of combining the values of 
A*. It is to be noted that by this method of computation 
the efTect of the sign of individual deviations A^ is elim- 
inated. The resultant deviation A is, of course, to be re- 
gartled as equally likely plus or minus. 

Bzunpl« 2 (continued). — Thiu in Example 2 the com- 
bined effect of the deviations m t and in I on the value of g 
IB to be found by taking the square root of the sum of the 
squares of the deviations Aj and A|, which il and it sep- 
arately produce in g respectively; i.e., 



Hence a deviatinii of 0.10 cm. in I and 0.0020 sec. in t will 
make 1 he value of g ^ 980 =i uncertain by nearly 4 ^=5. 

Criterkm for Negligibility of Deviations in Components.— It 
is frequently important to determine whether the deviation 
arising from one or more components may be neglected 
in computing the A of the final result. For this purpose 
the following criterion may be deduced. 

As explained under rules for significant figures on page 
23, two eignificant figures are all that should be retained 
in any deviation measure. A quantity which affects a re- 
sult by only -^ the amount of its deviation or precision 
measure will therefore affect it only in that place of significant 
figures corresponding to the second place in the deviation 
measure. This place is so uncertain that such an amount 
may in general be regarded as negligible. Although the 
assumption that r^ p.m. or r^ d.m. is negligible is some- 
what arbitrary, it has been found to be a convenient and 
practical criterion to adopt. 

Suppose, therefore, that the value of the A of some quantity 
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M is made up of deviations Aj, A,, . . . A„, arising from 
various deviations 81, S3, ...*„, in components m|, m,, . . . 
Tn«. May any of these A's, as A*, tw neglected in com- 
puting A, or, in other words, may any of the components, 
as mil, be regarded as t>eii^ without sensible error on Mt 
To answer this question, let 

A = vVT^T+TT+VTTTTX? :■ n 

and A' = Vi,a + 4,1 -j- . . . + i^a with Ai omitted. ■' ' 
Then, if A — a' < ^^ A 

or A' > 0.9 4, ' 
by the above criterion A^ may be considered aa negligible. 
But 4*' = A* — A" 

= A»(1' — 0.9^ 
= 0.19 A » 
.-. Ai = 0.43A! 
Hence the deviation in any component m may be n^lected 
in computing the A of M, if its effect on Af is equal or less 
than 0.43 A. . A still safer and more convenient criterion to 
adopt, since the number of components considered is usually 
small and hence the assumed formula of squares is less 
rigidly applicable, is 

a,= 0.33a = Ja. (13) 

In the same way it can be shown that deviations in any 
number, p, components are simultaneously negligible if 

Vv+"^7+77rA? < * A- 04) 

The above criterion also applies to the rejection of residuals 
in computing the value of the precision measure by the 

formula p.m. = yd.m.^ + f i* + »■»' + ■ ■ ■ r,', as stated 
on page 18. 

Case n. — ^The Converse Problem. Given a preterihed pre- 
eixion A to be attained in the final result M, to find Vie aUaW' 
able deviations Sj, 8,, etc., in the eomponenta mj, m,, etc., re- 
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spedively, such that their combined effect on M shaU not exceed 
the value of A. 

We have seen that when the deviations follow the law 
of errors, 

A"=A,' + A,»+...+A.> 
= J-f 

If the value of A is given and no further conditions im- 
posed, there are evidently an infinite number of solutions 
to the problem; i.e., an indefinite number of values can be 
found for A,, Aj, . . . etc. (and hence for the correspond- 
ing values of *i, *3, . . . etc.), which will satisfy the above 
equation. 

The most advantageous distribution of errors among the 
components will evidently be that one by which the desired 
precision is obtained with the minimum expenditure of 
time and labor on the part of the experimenter. As this 
will vary greatly with each individual problem, no mathe- 
matical criterion can be formulated which will embrace 
all cases. It is best, therefore, at least for a preliminary 
distribution of errors among the components, to so adjust 
them that the errors inherent in each variable or component 
shall produce the same effect on the final result. This is 
spoken of as the solution of the problem for "equal effects." 

Solving the formula for resultant effects subject to this 
condition, i.e., 

A,*=A,"=... = A.'=... = A„», 

we have 

i? = n A4» 
hence for any component, 

i. = 4=. (16) 

Having thus determined Ai, the corresponding value of Si, 
can be foimd at once by equation (15). 
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Emnplo 3<— Hov preciaely ihould the time of vibntion 
■ad length o( ft secoDds pendulum be measured in order th&t 
the computed ralue of g may be rdiftble to ooo-tenth of one 



As fba pendulum is stated to be a "seconds" pendulum, 
1 — one second and I - 100 cm. approximatel]'. It is further 
stipulated that 100- ^0.10; hence the allowable resultant 
deviation A in f must not be greater than ^ — gx 0.0010 
m O.OS — ^ We ore to find t^e allowable values of j| and Si, 

which will give this precision. Solving the problem subject 
to the condition of equal effects, — 1.«., that the resultant d^ 
viation in jr is caused equally by the deviation in t and in I,— 
we have 

0.98 cm. „ „cm. 

Hence the allowable deviations in the time and length meu> 
urements must be reduced to such a magnitude that they do 



-&i~-. 



not separately produce a deviation in g greater than 0.70 ^=j 
respectively. But by the general equation (10), page 27 

^ ,„ cm, 2 X 51' X 100 cm, . 

or 0.70== r^^^i . !» 

sec. 1 sec. 

henoe It -0.00037 sec. 

Simikriy. Ai-J-'J-IXr) ■»'-?■•' 

or 0.70 ^ - ;t^ ■ *i 

sec. I'sec 

hence Ji — 0.073 cm. 

The time of vibration of the pendulum should there* 

fore be messuKd to 0.00037 sec., and its length measured to 

0.073 cm. 

The Fradiaiul or Percentage MeAod of Solution. — The 
preceding formuke for obtaining the precision of a final 
result from the known or estimated precision of the corn- 
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ponent measurements, and for calculating the necessary 
precision of the component measurements when the de- 
sired precision of the final result is stipulated, are entirely 
general, and by them any type of problem can be solved. 
It is to be particularly noted throughout the preceding 
discussion that the values of the precision or deviation 
measures S and A are numerical deviations expressed in 
the same xmits as the quantities to which they refer. 
Percentage and fractional deviations should not be used 
when applying the general formula (10) to (12a), (15) 
and (16). If in the statement of a problem, as in example 
3, the fractional or percentage precision is given, the cor- 
responding deviations S or A should first be computed 
before proceeding with the solution. 

There are, however, a large number of formuUe which 
may be discussed with a great saving of time and labor 
by the use of percentage or fractional deviations. This 
is the case whenever the function M=f(mi,Tn2, . . . m«) 
can be put in the form of a product of the general type 

M-fc.nii-.ma'...mi (17) 

where k, a, b, : . . p are constants (positive, negative, 
fractional, or integral). For all such cases a very simple 
relation holds between the fractional or percentage devia- 
tion in any component and the fractional or percentage 
deviation which it produces in the final result. This 
may be shown as follows. Applying the general for- 
mula (10) for separate effects to the above special case, 
we have for the deviation Ai in M produced by Si in mi 

SM 
4i=-3 — . *i= (fc . 1712' . . . mi) . ami*~'*i. 

Dividing through by equation (17) 

t.e., a fractional deviation -r ii^ *"i produces a fractional 

mi 
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deviation a times as great in the final result. Thus, if 

0=2, a deviation of one per cent. (100 ~=i) ^ n*i will 

introduce a deviation of two per cent, in M, no matter 
what the value of the remaining factors in the expression 
may be. The separate effect of a known fractional or 
percentage deviation in any component on the final 
result may therefore be stated at once by inspection, 
whenever the formula tmder discussion can be put in 
the above form. 

Since the formula for Resultant Effects (12a) may be 
put in the form 



^-v'(^)+(l)'+-(^)' ('») 

Uie complete solution for any product fimction of the 
type given by equation (17) may be written down at 
once by inspection as 



B-v/(v:)"+(';^)'+-(^a" <^> 

8, 

if the fractional deviations — , etc., of the components 

are known. 

Similarly, the solution of the converse problem for a 
product function is equally simple, as the condition fOT 
equal efifects, page 32, may be written 

-^=i3= =-^= _^ Mil 

M M ••• M "• M t^^J 

and hence the allowable fractional deviation in the final 
result which any component as m* may produce is 

where jn Is the [^escribed fractional deviation of Uie 
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final result which must not be exceeded. Having thus 
determined the value of -A, we obtain at once the allow- 



ponent ttii by inspection from the simple relation ex- 
pressed by equation (18). 

Since the exponents a, b, c, etc., of the factors may 
have negative as well as positive values, the above solu- 
tions apply to formulie involvit^ division as well as mul- 
tiplication of factors. 

It is to be especially noted that, if the function M in- 
volves the sum or difference of several components, or 
is a trigonometric or logarithmic function, no simple 
relation exists between the fractional deviation of a com- 
ponent and the fractional deviation which it produces in 
the final result. The above special method of procedure 
is, therefore, inapplicable to such cases. This will be 
readily seen from the following simple example. Sup* 
pose 

M=ami+b 771a. 

Then ^»"=5^/*'='^-«' 

and ^1 a8i 

M a jni+6 nta' 

from which it appears that -A stands in no simple relation 

to — unless the term 6 ma happens to be negligible in 

mi 
magnitude compared with a mi, in which case we should 
have assumed at the outset for our precision disciission 
that M=am\ approximately. 

It frequently happens, however, that apparently com- 
plicated fimctions can be transformed into a simple 
product of factors by changing variables or noting that 
certain components may be neglected in the precision 
discussion. When this is possible, the fractional method 
may be applied with advantage to each factor. 
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Ban^t 4. — The aolutJon of pnAlem 2 msjr be obtained 
much simpler by the f nctional or percentage me^od thtm by 
the geoenl method u worked out on pegs 28. For the 

formula g^ t^ — t^H )« evidently » nmple product biaa- 
tion of the vuiablee I and t. To find the deviation in g 
due to ft deviation of it ~ 0.10 cm. in t and a deviation 
)iv 0.0020 second in t, we find fint the fmOUmal devifttion 
in I and in ( respectively. 

St 0.10 cm. 



Then by inspection, since g is directly proportional to the 
first power of I, 

^' » *' - 0.0010: 
9 ' 

and, since g is proportional to the second power of I (neglect- 
ing sign), 

^ - 24' - 2 X 0.0020 - 0.0040. 



-^(0.0010)' + (0.00*0)' - ±0.0041 
A - ±0.0041 X 980 =,-±4.0 -^ 



irtuch ia pmctically the same result previously obtained, 
the slight difference arising from the use of but two signifi- 
cant figures in the computation. 

Example 5.— Again, the solution of example 3, page 33, 
may be simplified by using the fractional method. Thus, if 
it is stipulated that f is to be measured to 0.10 per cent., 

^<° 
^<° 

equal effects between the compcment aieasurements I and t 
respectively, we have 

4.. i..i.i.°:5«!«. 0.00071. 
Q g >^2 9 y^ 

But by inspection of the formula ir ~ ^ it ia seen that g it 



i.e., 100 ~~:0.10, the pceeoribed fnctional deviation ia 
9 <• 

^0.0010. Distributing this deviation by the criterion of 
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proportional to the first power of I and to the second power 
of t, therefore 



^ - 0.00071, 



or the length must be meaoured to 

Ji - 100 cm. X 0.00071 - 0.071 cm. 
Similarly, 

j'-^x 0.00071 -0.00036, 
or the time must be measured to 

<, - 1 aec. X 0.00036 - 0.00036 sec. 
These, it b seen, are practically the same values previously 
obtained by the differentiation method on page 33, the dif- 
ference in the second place of figures arising from the use of 
only two figures in the computation. 

Discussion of "Equal Effect" Solution. — ^It not infre- 
quently happens upon solving a problem as described 
above, that some component (or components) can with 
little additional time and labor be determined with a 
much higher precision than the solution demands. In 
this case such a component or factor should be so meas- 
ured and then regarded as a constant in the precision 
discussion, since the error in it will have a negligible 
effect on the final result. The problem should then be 
re-solved on the basis of one less variable, in which 
case the remaining components which are more difficult 
to determine, may be measured with somewhat less pre- 
cision than was demanded by the first solution. 

The proper adjustment of precision among components 
so as to give the desired precision in the final result with 
the apparatus at one's disposal and with the least ex- 
penditure of time and labor, requires some experience 
and good judgment on the part of the investigator. 
Beginners will not go far astray, however, if they follow 
the above criterion for equal effects. 



,v Google 



PART n. 
GRAPHICAL METHODS. 



..db,Google 



„Google 



GRAPHICAL METHODS. 



Hatvre of Problems. — The graphical method of discussmg 
experimental data is of great coavenleace and importance 
when the problem under investigation is to determine the 
law or fundamental relationship between two quantities. 
This type of problem arises very frequently in sdentific 
and technical investigations. The graphical method is 
also of great value for purposes of interpolation, discus- 
aon of corrections, etc. 

Procedure. — The genera? procedure to be followed in dis- 
cuBsing observations by the graphical method will be ex- 
plmned and illustrated by following through, step by step, a 
specific problem. Suppose it is desired to Snd the relation 
which holds between the resistance of a certain coil of wire 
and its temperature, Ijetween 10° and 100° C; that is, to 
determine the formula by which the resistance can be com* 
puted at any given temperature between these litnita. The 
experimental procedure wotdd consist in maldng a series 
of measurements of the re^tance r of the wire at various 
temperatures t from approximately 10° to 100° C. Suppose 
that the result of such experiments gives the two following 
colunms of data, the rerastance measurements being rehable 
to 0.003 ohm, and the temperature measurements to 0.02" 
C, as shown by their respective deviation or predmon 
measures. 

Y EZPERIHBNTAL DATA. •/ 

I — Impiniliir* af to8 
iitdtertmC. 



10.421 


10.50 


10.939 


29.49 


11.321 


42.70 


11.79D 


«aoi 


13.243 


7SM 




91.0fi 
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The Direct Plot — To obtiun some clue to the relation 
between r and t (supposing it unknown), a Direct Plot 
should first be made. Plotting-paper suitable for this 
work should be ruled with carefully adjusted pens, other- 
wise the errors arising from irregularity of ruling may 
easily exceed those of only moderately accurate data. A 
convenient size is about eight by ten inches, ruled either 
in millimeters, or preferably, in twentieths of an inch. 

First. — Choice of Ordinates and Abscisam. The first thing 
to decide upon is which data are to be plotted as ordinates 
and which as abscisss. The usual convention of analytic 
geometry should always be followed. If, as in the problem 
under consideration, it is desired to obtfun a relation in 
which r is expressed as a function of /, then values of r 
should be plotted as ordinates and vidues of t as abscisste. 
If, on the other hand, it were desired to obtain a formula 
for computing the temperature t corresponding to any 
resistance r, as in resistance pyrometry, the converse 
would be the case. 

Second, — Choice of Scales. By the "scale" of a plot is 
meant the ratio of the number of units (inches, centi- 
meters, etc.) of the plot to one unit of the data. Scales 
of both ordinates and abscissse should be clearly indicated 
on the plot. Thus, if 100" is plotted so as to extend 
over 10 inches, the scale is 10" : 100° = 1 : 10, or one-tenth. 
This is usually expressed as 1 inch to 10 degrees. In 
general, it is not feasible to choose the same scale for 
both ordinates and abscissae, nor should the attempt be 
made to have the origin fall on the plot. If equal scales 
are chosen for both abscissse and ordinates, the locus 
of the data is Ukely to be a Une either nearly horizontal, 
in which case the precision of the data plotted as ordi- 
nates is sacrificed, or nearly vertical, in which case the 
same is true of the abscissae. Moreover, the intersection 
of a nearly horizontal line with lines parallel to the axis of 
X can be read off only with difficulty and liability to error, 
while its point of intersection with the axis of Y is much 
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more definitely defined. In order, therefore, to preserve 
equal precifdon in the interpolation of both co-ordinAtes, the 
line should be inclined as nearly as may be at an angle of 
45** with both axes. Deviations of 10^ or so to either side 
of this poation are not serious. 

The scales chosen should, furthermore, be convenient; t.e., 
in uming to distribute the data approximately 45° across 
tiie plotting-paper, scales of one inch equal to 1, 2, 4, 5, or 
10 units (or these units multiplied by 10*" where n is an 
integer), should be chosen, but never such scales as one inch 
to 3, 7, 6, 11 units. The latter scales make plotting not only 
laborious, but very liable to error, whereas the former scales 
permit data to be plotted with facility. In choosing scales 
for plotting, the student should guard as carefully agunst 
adopting excessively lai^ scales as excessively small ones. 
In the latter case the plot will be cramped and the precision 
of the data sacrificed. In the former case the deviations 
of the data from the general law which they follow are Ukely 
to be so magnified to the eye that it is difficult or impossible 
to draw a representative line. Moreover, such plots give an 
exaggerated idea of the precision of the data. As an ■upper 
limii, a safe rule to follow is to adopt a scale which permitJs 
of easy interpolation to not more than two uncertain places 
of figures in the data; i.e., to that place corresponding to the 
second significant figure in the deviation or precision meas- 
ure. This rule applies particularly to data extending over 
narrow numerical limits, to corrections, etc. 

In the present problem it is seen that the extreme variation 
of r is about 2.3 ohms, and of (, 90°. The scales should there- 
fore be so chosen as to distribute these quantities well over 
the paper. Scales of 1' = 0.4 ohm and 1* = 10° evidently 
fulfill this condition and are at the same time convenient, ' 
It is evident, however, that some of the precision of the 
data will be sacrificed in plotting with these scales, since it 
is imposEdble on a plot of tiie size chosen to locate the last 
mgnificant figm« of the data with any great degree of pre- 
dion. It should also be noticed that the origin will not fall 
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aa the plot. This is not at all necessary, and only in thoee 
cases when the data for both variables simultaneously 
approach small values (zero) is this likely to be the case. 
It is, however, desirable (although not imperative), that the 
zero value of the abacissg should fall gn the plot, in order 
to determine the intercept of the curve with the ordinate 
through tlus point for reasons expluned below. 

Third.— To piot the data. Data should be plotted as fol- 
lows. Locate the abscissa of the first point along the axis 
of abscissse and with a straight edge placed vertically through 
this point draw a fine line about one^ighth of an inch long 
^proximately at the place where the corresponding ordinate 
is to be located. Then locate the ordinate along the axis 
of ordinates, and draw a short horizontal Une intersecting 
the first line drawn. The intersection is the deedred portion 
of the point. Never locate the data by dot s, as the preci- 
aoD attunable with the paper is not only sacrLficed, but there 
is also much greater liabihty to error in the operation of 
plotting itself when the attempt is made to locate both 
ordinate and abscissa at the same time. 

Fourth. — To draw the "Best Represeniative Line." The 
data being plotted, the next step b to draw a smooth curve, 
the equation of which shall best represent the law connecting 
the two variables in question. Inspection of the general 
form of this curve will usually give valuable information as 
to the form of the equation sought. 

If the points appear to he along a straight line, the bett 
representiUive Une may be located by moving a stretched 
fine black thread among the points until a position is found 
such that the points he as nearly as may be alternately on 
either fade of the thread and in such a manner that the points 
above the line deviate from it by the same amount as those 
below. The exact criterion for locating the best represen- 
tative line would be to so adjust it among the points that the 
sum of the squares of the deviations of the points above the 
line is equal to the sum of the squares of the deviations of the 
points below the line. (Criterion of Least Squares.) When 
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the beet position of the thread has been found, the location 
of two points through which it passes is noted, and a fine 
Btrwght fine is then ruled through these points with a^iard 
pencil, or, better, with a ruUng pen. 

If the pdnts cannot be uniformly distributed about a 
stnught line, but deviate systeoiatically from it, then the 
best representative curved line is to be drawn with a French 
or a flexible curve. The line should in this case be drawn 
as before, so that the points are distributed as nearly as may 



Tflmpemture, 
PLOT I. 

be on alternate sides. From the form of the resulting curve 
its equation may often be inferred. The next step is to 
determine the equation of the curve by transforming it 
graphically into a straight line by some one of the special 
methods of transformation described below. The numeri- 
cal constants in the equation of a straight line can always 
be readily determined directly from the plot. 

In the problem under consideration, the points are seen, 
Plot I., to lie very closely along a straight Une A' A', the 
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deviations from the line being of an irregular and not of a 
systensatic character. The relation between r and t is there- 
fore a linear one; i^., of the first degree. To determine 
completely the function r=«/ (i), we have to find the numeri- 
cal value of the constants in the equation of this line A'A'. 
Determination of tlie Constants of a Straight line. — The 
general equation of a straight line is 

y=ax + b, (1) 

where a and b are constants. 

dy. 

dx 

the line makes with the axis of X. The value of a cannot in 
general be found by reading off the angle with a prot ractor 
and looking out the value of its natural tangent, as the angl e 
is usually distor ted owing to the unequal sc^es used in plot- 
ting. To determine a, read off the value of the ordinate 
and abscissa xf, j^ and x*, i/', respectively, of any two points 
on the line, preferably near the extremities. These points 
will not in general be observed points. Then 

Thus the coK>rdinates of two such points A' and A' are 
seen to be a/ = 6.0'," y' — 10.30' ciima, and x* — 94.5",' 
y* »- 12.76 ohms. Hence 

^ „ 12.76— 10.30 2.46' ^nvto" 

a ^ tan $ ^ ^ *= 0.0278. 

94.5 — 6.0 88.5' 

The constant 6 is the value of y when z = 0; that is, it ia 
the intercept of the line (prolonged, if necessary) on the 
axis of Y, read oflF on the scale of ordinates chosen. Thus 
from the plot it is seen that the line A'A' cuts the ordinate 
through x ^0° at 6^ 10.13. The desired equation con- 
necting r and t is therefore 

r = 0.0278 (+10.13. (2) 



,v Google 



RECTIFICATION OF CURVES 47 

Whatever the data are such that s long extrapolation of 
the line is necessary in order to make it cut the ordinate 
through x = 0, or when this ordinate falls off the plot, the 
value of 6 is found as follows. Substitute the value of a 
as determined above, together with values of x' and y' of some 
point on the hne, in equation (1) and solve for b directly. 

It is to be noted here that the precision of the constants in 
equation (2) is less than the preciMon of the original data. 
Values of r computed by this fonnula cannot at best be more 
precise than one or two parts in 1,000, while the observed 
values were stated to be reliable to 3 parts in 10,000; in 
other words, the full precision of the data has not been 
utilized in the plot of the size here chosen. The procedure 
by means of which the precidon of the constants as above 
detenmned may be increased, and another place of signi- 
ficant figures obtuned, will be explained later. See Resid- 
ual Plot, p. 60. 

Rectiflcatian of Cnrred Lines.— When the plotted data do*. i^->>^. fC 
not he along a strught line, the form of the smooth curve ^- ••■ •'■' ■"■ 
best representing the points will often suggest the relation- 
ship sought. Thus curves resembling any of the conic sec- 
tions or trigonometric functions are usually readily recog- 
nized. In all such cases it is usually necessary to transfonn 
the curve into a stnught Une in order to determine the con- 
stants in its equation. Suppose from inspection of the curve 
that the relation y => F (x) is suggested. If F (x) can be 
factored or written in the form 

F (x) - al{x) + b. 

where a and b are numerical constants and f(x) contains no 
constants, the function suggested can be very readily tested 
graphically. This includes evidently the spedal cases when 
o "" 1 and when 6 ■■ 0; i.e., the functions, 

y — af(x); y « f{x); and y = /(i) + 6. 

In ail of these cases let /(x) = z, and for each value of x of 
the data compute the corresponding value of z. Construct 
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a new plot frith values of 2 as abscisaie and the coTTespond- 
ing (ot^rved) values ol y as ordinstes. The general equa- 
tion oF the new line will then be 

y = az-\-b, 

or that correepoDdiDg to the above special cases, 

y = az; y = 2; and y=^z-\-b, 

all of which are equations of a straight line, the constants 
of which may readily be deteirmined as described above. 
Whether the assumed equation y = 0/ (x) + 1 represents 
the experimental data or not can thus be judged by the mag- 
nitude and sign of the deviations of the plotted data from the 
strtught line. If the correct function has been assumed, the 
values of the constants a and b should be corrected by means 
of a reddual plot, provided the predsion of the data war- 
rants it. 

Problem. — Trigonometric Functions. Suppose that with a 
certain galvanometer the following deflections 6 are pro- 
duced by the currents, /, respectively, and it is deared to de- 
termine the law of the galvanometer, i.e., the form of the 
function I = F {$), so that the current corresponding to any 
deflection may be computed. 





OBSERVED DATA. 




•flbMMA 


Clirr«iili. 


i-i(»i#. 


10.17" 


0.0704 


0.1794- 


19.27» 


0.1368 


0.3490- 


29. 16' 


0.2184 


0.5580 


40.47' 


0.3348 


0.8532 


48.45° 


0.4430 


1.128 


66.90' 


0.6780 


1.477 



The data plotted directly with values of / as ordinates and 
$ as abscissfe arc found to Ue along a curve A, Plot II., which 
evidently suggests the relation / ^ a tan e where a is con- 
stant; for / = when $'=0° and / approaches a very great 
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value (infimty), for e — 90% Comparii^ the suggested 
equation with j/ >= a/ (x), we see / (x) ^ tan 9. Hence, to 
test the suggested equation, we compute the value z •= tan 
for each observed value of 9, and construct a new plot with 
the values of / as ordinates as before, and values of. z as 















■1 




- 
















■ 


y 


y' 














/ 


'/ 


/ 














f. 


^ 
















M 


/ 
















^ 


^ 


M 
■Ml 


s 

ICTPLOT 
BCMTPW 




Ksse 








/ 


t i 
















< 


[ i 




s t 


r i 


f i 


r 1 


r 2 


r ! 


r 



Deflections 9— Curve A. 
TsngBut »— Curve B 



The line best representing these data is shown 
in h. This line must necessarily pass through the origin, 
since the current and corresponding deflection of the gal- 
vanometer approach the value zero rimultaneously. The 
galvanometer is seen to follow the law of tangents between 
0** and 60°. Since the line B passes through the ori^, the 
value of the constant a, t.e., the tangent which the line 
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makes with the axis of X, is readily found from tiie co-or- 
dinates aff/'oia angle point Af to be 

The value of a, in this particular case, can also be obtained 
as follows: Since tan 45"= I, it follows from y = atan0 
that y = a, for tf = 45" or « ^ 1 ; i.e., the ordinate of curve 
A at 45° or the ordinate of curve £ at z = 1 gives the value 
of a directly. By this method we find a ^ 0.393 from Af', 
curve A, and a == 0.392 from M', curve B, both values being 
in good agreement with that obtuned in the usual way. 
The desired formula for the galvanometer is, therefore, 
I = 0.392 tan $. 

If the observations had been extended beyond 6 ^ 60** 
and it were found that the points corresponding to these 
data regularly deviated from the straight line, the conclusion 
would be that the instrument followed the law of tangents 
only within certun limits, which could be thus determined. 

Problem. — Reciprocal Functions. Suppose the volume v of 
a definite mass of gas kept at constant temperature is de- 
tennined at various pressures p with the following results, 
and it is deored to find the law connecting p and v; e,g., to 
determine the form of the function p =s / (v). 
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27.70 
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Constructing a direct plot from these data, we obtain s 
slightly cur\*ed hne A, Plot III. The volume diminishes as 
the pressure increases, but not proportionally, ance the data 
do not he along a straight Hne. The curve suggests an equi- 
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lateral hyperbola referred to its asymptotes as axes, the 
equation of which is xy = const. If this su^ested relation 
be the correct one, i.e., it vp = const., or, otherwise written, 

p = const. [- Y by chanpng the variable from f to z ^- , 

the resultii^ equation becomes p=s const/ it, the equation of 
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Curve A, — Volumes. 

Curve B, — Beciprocal of Volmnos 



a stnught line. Constructing, therefore, a second plot, with 
the same values of p as ordinates and the reciprocal values 
of V as abscissse, we obtun curve B, wluch should be a strught 
tine if the gas in question follows Boyle's law within the 
errors of the experiment. This Is seen to be the case. If 
it were not the case, a study of the deviations of the data 
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from the strught line would Eifford a proper means of dis- 
cussion of the deviations of the gaa from Boyle's law. 

Another method of treating this problem would be to 
compute the product jrv for each pair of values of p and v 
and then to discuss the values of the product graphically 
as follows. With values of p as abscissse construct a plot 
with corresponding values of pv as ordinates. If the data 
satisty the relation pv = const, within the experimental 
error, the best representative Une will be parallel to the 
axis of abscisss, with the values of pv distributed alternately 
and about equally on either side. If, on the other band, 
the gas deviates from Boyle's law, as many gases do even 
under ordinary conditions, and as all gases do at very great 
values of p, the resulting curve will give information not 
only as to the amount of the deviations, but also as to the 
method of correcting the assumed simple relationship to 
make it better conform with experimental facta. 

The Logarithmic Method. Exponential Fnnctimu. — If the 
data of a direct plot are found to de«ate continually from 
a straight line, they may very often be represented by an 
exponential equation of the form y = imr" where m and n 
are constants which may have any value. Cases of this 
kind are of very frequent occurrence, and it is, therefore, 
of great importance to be able to test this relationship and 
to detenmne the numerical values of the constants m and 
n. This can always be done by means of a LogariOunic 
Plot; i.e., a plot constructed with the values of the loga- 
rithms of If as ordinates and the corresponding logarithms 
of z as abscissie. For, if we take logarithms of both ^des 
of the equation y = ms^, we have 

log y = n log X + log m. 

Changing the independent variables x and y in this equation 
to i' and y" respectively, by putting x' ^ log i and y* = log y, 
and writing 6 = log m, the equation becomes y* ^ nx* + 6. 
This is the equation of a straight line of which the in- 
tercept on the axis of y is 6 = log m, and of which the 
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natural tangent of the undistorted angle which it makes with 
the axis of X is n. Hence the constants in the original equai- 
tion y ^ mV niay be obtiuned at once by looking out the 
number m whose logarithm, b, is the intercept of the straight 
line on the axis of Y, and by determining the tangent which 
the line makes with the axis of X. 
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Here, again, the values of the constaats m and n as thus 
determined are usually reliable to not more than 0.5%, and 
hence, if the oi^nal data warrant it, they should be further 
corrected by means of a residual plot. 

Problem. — The logarithnuc method will now be illustrated 
by discussiDg data obtained for a body falling freely under 
the influence of gravity. Suppose experiments gave the fol- 
lowing values for the distance s, through which a ball fell 
in the time t, and it is desired to deduce the law between a 



,v Google 



GRAPHICAL METHODS 



and (; i.e., to find the equation by which the distance 8 can 
be computed for any value of t. 



^X... 


OBSERVED 
Timlin 


DATA. 




^~leet. 


C-totfi. 




Mondi. 






30.13 


0.2477 


1.4790 


1.3939 =9.3^3^-/0. 


85.26 


0.4175 


1.S308 


1.6207 


160.39 


a6533 


2.1772 


1.7430 


223.60 


0.6760 


2.3495 


1.8300 


274.20 


a74n 


2.4381 


1.8737 



A direct plot A, Plot IV., of s and t, shows at once that a 
and t are not proportional. The regular deviation from a 
straight line suggests an exponential curve, i.e., a ^ mf. 
To test this relation, we construct on ordinary conardinate 
paper a "logarithmic plot" B with s' = log « as ordinates 
and f = log t as abscissae. Convenient scales which dis- 
tribute these values about 45° across the paper are 1' ^ 0.2 
for the ordinates and 1' = 0.1 for the abscisste. It is to be 
noticed that the values of t, being less than unity, lead to 
values of log t with n^ative characteristics. The abscissse 
are, therefore, laid off to the left of the ori^n as indicated, 
the plot thereby lying in the second quadrant. The data 
are seen to lie very closely along a strMght line, the constants 
of which are to be determined as described on page 46. Thus 
the intercept of the line on the axis of y is & = log m ^ 2.688, 
whence m => 488. The tangent which the line makes with 
the axis of X is found to be n ^ 1.995 or n ^ 2.00 within 
the error of plottii^. 

The deared equation b, therefore, s ^ 488 f""*. Since the 
law of falling bodies is known to be s = igfi, it follows that 
^g =. 488, or the mean value of g from the data, within the 



If the data s and t are reliable to more than about 0.5 per 
cent.,, the constants m and n should be corrected by means 
of a residual plot. 

Attention should be called to one important point in this 
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connection. In constructing a plot like the above in which 
the intercept on the axis y is to be determined, it is con- 
vement to choose the units in which the abscissie are ex- 
pressed such that the resulting line cuts the axis of Y without 
a long extrapolation. By a suitable choice of units this 
condition can always be attained, for increasing or dimin- 
bhing the unit expressing the absdssie by a multiple of ten 
does not affect the slope of the line, but simply slufts it 
parallel with itself to or from the origin. 

Logarltbmk Plottlng-paper. — When the constants of a num- 
ber of exponential curves of the type y ^ mx" are to be 
determined, a great saving of time and labor may be effected 
by using so-called logarithmic co-ordinate paper. Four 
quadrants of such paper are shown in Plot V. The length 
OX is laid off equal to OY and put equal to 10 or some in- 
tegral power of 10 units. This is then subdivided into spaces 
such that the distances 1-2, 1-3, 1-4, etc., are proportional 
to the logarithms of 2, 3, 4, etc. Thus the point numbered 
2 is located not at two-tenths the distance from to X, 
as in ordinary plotting-paper, but at log 2 => 0.301 of the 
distance OX. The rulings thus become more and more 
crowded together as they proceed from to X and Y. Con- 
tinuing the rulings beyond 10 in either direction, it is evi- 
dent that the unit square XOY repeats itself indefinitely, 
since the value of the logarithm of any quantity multiplied 
by 10*, where A is a positive or negative integer, is equal 
to the logarithm of the ori^al quantity plus A;. Thus 
the point marked 0.2 is laid off at a distance equal to 
log 0.2 = log (2 X 10-') = log 2 — 1 = — 1 -1- O.301 to 
the left of 0; i.e., just the distance OX to the left of the 
point marked 2, etc. 

It is evident that a series of values of x and y which satisfy 
the equation 

y=tnir 

will, if plotted direcUy on logarithmic paper, lie along s 
strught line; for the paper has the effect of locating the 
data y and x at points proportional to their logarithms, and 
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it has been shown on pi^e 52 that this leads to a straight 
Une. We are thus saved the labor of looking out logarithms 
and locating them on rectangular co-ordinate paper as pre- 
viously explained. Moreover, since the scales <rf ordinates 
and abecisss are here necessarily equal, the slope of the 
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resulting line is undistorted, and, therefore, the tangent 
which it makes with the axis of X is obtained by measure 
ing ofE with a scale the distance y" — / and i* — x' of two 

points on the line and taking their ratio, . _2,_ t ^ "■ This 

pves the desired value of the exponent of x. 
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To fiod the value of the constaDt m, we note that in the 
equation 

log y ^ n log X -\- log m 
when X =■ 1, 

log y = log m. 

Hence, eince values read off on logarithmic paper correspond 
to the numbers of which the spacings are the logarithms, 
the intersection of the logarithmic plot with the ordinate 
through X = 1 gives at once the value of m, whereas with 
rectangular plotting paper the intercept with the Y-axis 
gives the value of log m. 

The following difference between logarithmic plots, drawn 
on rectangular and on logarithmic paper, should ^so be noted. 
Suppose the line representing the data plotted on logarith- 
mic paper intersects the ordinate not through x -= 1, but 
through I = 10*, where fc is any poative or negative in- 
teger. Let m' be the value of the intercept. To obtain 
the value of m in the equation y ^ mx" from m', we have 
J/ = to' for I = 10*, i.e., 

m' — m lO*" 
m' 

In the cose of rectangular paper, on the other hand, the 
Une intersects the ordinate through x = log 10* = i at m". 
To obtun m from this intercept, we have 

m* = log !/ = TiA log 10 -h log n» 
= nft H- log m 
Hence log m = wi' — nk. 

The solution of the problem discussed on page 54, by the 
use of logarithmic paper is shown on a reduced scale in Plot 
V. Values of s and t are plotted directly and he, as is seen, 
along a straight line. It is convenient to express here values 
of 8 in meters instead of centimeters. The tangent which 
this line makes with the axis of X measured off directly 
along OY and OX' is found to be 2.00. Extrapolating the 
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line to cut the ordinate OY through z := 1, we see the inter- 
cept to be 

m = 4.89. 
The equation connecting 8 and t is therefore 

« = 4.89 i "■" 
which agrees, within the error of plotting, with that pre- 
viously obtained with rectangular co-ordinate paper, when we 
remember that in the above equation s is expressed in meters 
instead of centimeters. 

Equations of the Form y ^m(x-\- /9)". 

A slightly more complicated relation than that represented 
by the equation y ^ mx", which may also be treated by the 
logarithmic method, is that represented by the formula 

y = m (i -1-/3 )- 
where /3 is a constant. If a logarithmic plot be made with 
data Xi^i, x^^ etc., which satisfy an equation of this form, 
the points will not lie along a straight line for both laige as 
well as small values of the variables. Suppose it is found 
that for laige values of z and y the curve is practically 
straight, but for small values it becomes curved. Under 
these circumstances it is worth while to sec if the best repre- 
sentative logarithmic plot cannot be rectified into a stnught 
fine by assuming an equation of the above form, for by 
putting 2 = X -}- /9 the equation reduces to 

from which m and n are easily determined, if values of y 
and 2 are plotted logarithmically. It is only necessary 
therefore to find the value of the constant ;9 to be added to 
all values of x. This may be found as follows. Select two 
points xiyi and x^^ near the ends of the original logarithmic 
plot. Compute the ordinate y^ of an intermediate point 
such that 

log yg = i logy i + J log y, 
ory8 = Vyiyi 
and look out its corresponding abscissa x, on the line. 
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Then it follows, if the data satisfy an equation of the foim 
y = m (i 4- /9)", that 

log (X, + ^) = i log(xi + j9) + ilo g (I, +ft 

orx, + /5 = V(x, +/5)(i, + 0) 
1 
from which B = ; ^^7^ • 

^ Xi + X, — 2lB 

Having thus obtuned j9, proceed in the usual manner to 
determine m and n from a new l<^arithmic plot of the equa- 
tion y = m," where 2 = x + ^8. 

Equations of the Form y^m 10"; y = wi «" 

Data satisfying equations of the form 

y = m 10" and y = m^, 
where « is the base of Naperian logarithms, may also be 
treated graphically by the following special logarithmic 
method. Taking logarithms of these equations, we obtain 
log 1/ = Tu + log m 
and log y = Mnx + log m 
respectively, where M = 0.4343 is the modulus for reducing 
Naperian to common logarithms. If, on ordinary plotting 
paper, values of y* = log y are plotted as ordinates and the 
unchanged values of x as abscisss, the resulting curves will 
be stnught lines; the intercept on the axis of y for 1 = 
will give y' =» log m and the tangents of the Unes with the 
axis of X will give the values of n and Mn respectively. 

Ptedsloa of Plotting. — The question now arises as to the 
predsion of the constants deduced from a direct or rectified 
plot. In discussing this question, we will consider only errors 
inherent in the process of plotting and interpolation, and in 
the plottii^-paper itself. 

The error of estimating tenths of the smallest division, 
tc^ther with the uncertwnty introduced by the width of 
the lines locating the data and the inaccuracies in the paper 
due to errors in ruling and unequal shrinkage, make 0.02 
inch a fair estimate of the extreme precision of reading or 



,v Google 



60 aRAPHICAL METTBODS 

plotting. If the plot be 10 inches on a tide (about the maxi- 
mum size ordinarily employed), the fractional precifdon 

attunable cannot therefore be greater than about -^ *= 

0.002, or 0.2 per cent. A more probable estimate of the 
predsion ordinarily attuned in direct plots is 0.4 to 0.5 per 
cent. Constants deduced from a direct plot of the size 
comddercd can therefore be relied upon only to this degree 
of predion; that is, in general, to three agnificant figures, 
with the fourth doubtful. 

If the experimental data are rehable to fotu- or more signifi- 
cant figures (i.e., to 0.1 per cent, or better), some of the pre- 
cision will evidently be sacrificed in the direct plot imless a 
much larger plot be made. In order that the full preciaon 
of such data may be utiUzed, the direct plot should be fol- 
lowed by a so-called residual plot, by means of which the 
constants first obtuned can be corrected and rendered more 
[vecise. By this procedure the precidon of the graphical 
method may be greatly extended. The procedure to be fol- 
lowed in constructing a residual plot will now be considered. 

Residual Plot. — A residual plot is one in which the de- 
viations of the observed data from the "best representa- 
tive line" are plotted on an enlarged scale. It serves to 
correct the position of this line among the points, to correct 
the numerical value of the constants, and to test whether 
the data follows the assumed law within the precision of the 
measurements. It is constructed as follows. Substitute 
in the equation j/ = aJ + 6, deduced for the best represen- 
tative fine, which may be either a direct or rectified plot, 
the observed values of x, and compute the corresponding 
values of y. The differences between these computed values 
of 7j and the corresponding observed values arc called the 
residvals. A study of the dgn and magnitude of these re- 
siduals furnishes much valuable information regarding the 
representative character of the "best line" chosen, and the 
graphical discussion of these constitutes the residual plot. If 
a plot be made (preferably on the same paper and with the 
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same scale of abscisBie as the strught line plot), with the > 

values of the residuals r = y (observed) — y (computed) as ' ; ' ,^ '■ =u - ■ 
ordinatee, and the corresponding values of x as abscissie, we 
obtfun a graphical representation of the deviations of the 
observed data from the line assumed to best represent them. 
To better study these deviations, they should be plotted on 
a large scale. In effect, the process is to project the "best 
representative line" horizontally and to magnify the devia- 
tions of the plotted data from it. If it is found that the 
plotted residuals lie alternately and about equal distances on 
either side of the horizontal line passing through the zero of 
the residuals, the conclusion is that the orifpoal line is the 
best line which can be drawn to represent the data. In gen- 
eral, however, it will be found that a new line can be drawn 
among the residuals which will distribute them more nearly 
alternately on either side. The values of the tangent a and 
intercept b, found for the original representative line, should 
therefore be corrected by the values of the tangent and in- 
terccpt respectively of the new best representative line of the 
residual plot, read off of course on the scales on which it is 
plotted. In this way the original constants may be corrected 
to the fourth ^nificant figure. It is sometimes necessary 
to follow the first by a second residiul plot when extreme 
preciMon is desired. 

If the residuals are found to deviate systematically from 
the straight line, the conclusion is that the data cannot be 
represented by the line in question within the predsioa of 
• the measurements. In such a case a new formula should be 
sought. 

lUustration of a Residual Plot. The procedure to be fol- 
lowed in making a residual curve or plot will be illustrated 
by the data ^ven in the Problem discussed in Plot I., p. 45. 
The equation of the best representative striught line for these 
data was found to be 

r= 0.0278 (-1-10.13. ' ' 

To test whether this equation is the best which can be 
obt^ed to represent the given data, we proceed to compute 
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tbe refdduals, as described above, by substituting the observed 
values of ( and computing r'^^.otlBt + IO,fi 



lot»md. 


robferwd. 
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iwdiulj. 


t'oomp^ud. 


rV.Bmnd 


10.60' 
29.19 - 
42.70 • 
60.01- 
76.61 ' 
91.05- 


10.421" 
10.939- 
11.321" 
11.799- 
12.242 - 
12.668" 


10.422 
10.949 
11.317 
11.798 
12.229 
12.661 


—0.001 : 
-0.010 % 
+0.004 ' 
+0.001 1 
+0.013 1 
+0.007" 


10413 
10.946 
11.317 
11.802 
12.237 
12.673 


+0.008" 

—0.007' 

+0.004 

-0.003' 

+0.005' 

-0.005' 



Z {r— r')* = 43r" 



1 (f— r*)* = 188 



Inspection of these residuals, column 4, affords valuable 
infonnation, but they can be better studied graphically, 
especially if the number of observations is great. The scale 
to be chosen for the ordinates should not be greater than 
about 1 inch to 0.01 ohm, since this will peraut the residuals 
to be plotted directly without interpolation to the last place 
of significant figures of the data, while by estimation ths plot 
can be read to the next place of figures; i.e., to 0.0001 ohm, 
which is more than ten times the precision of the data. The 
plot may conveniently be made on the same sheet as the direct 
plot, using the same scale of abscisss as shown in Plot I., 
p. 45. The heavy horizontal line through represents the 
line A'A' projected horizontally. The residuals, plotted on 
a magnified scale, are connected by dotted lines. Inspection 
shows that the positive residuals preponderate, and that a 
new line B'B' can be drawn which will distribute the reuduals 
more nearly alternately on either side of it. The original 
line A'A' should evidently have been drawn with a slightly 
greater inclination. The value of the intercept of the new 
Une B'B" on the axis of Y (on the scale of residuals) is — 0.011. 
The tangent of the angle which it makes with the axis of X 
is obtained from the ordinates and absclsste of two points 
B' and B' on the line respectively: thus i' = 5.00*, y'^ 
0.0095; and x" = 95.05°, y" = 0.0135. Hence 
y-~y' _ 0.0135 - (-0.0095) „ ^ ,,^, 
i='^r^ 95.05-5.00 ''■*^^- 
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Hence the constants of the original equation should be 
corrected by these amounts, thus becomiiig 
6' = 10.13 — 0.011 = 10.119 
a' — 0.0278 + 0.00025 = 0.02805. 

The corrected equation connecting r and ( is, therefore, 
r=0.02805i+ 10.119. 

Thia represents the original data much better than the first 
equation obtained, as may be seen from the uga and magni- 
tude of the new set of residuals r — r* computed from the 
corrected equation and ^ven in the last column of the table. 
There is now seen to be jig system^ic deviation among the 
residuals, and the sum of their s^wzrea is seen to be much less 
than in the case of the residuals from the first equation. 

InterpoUtion FonniiUe.--It frequently happens that ex- 
perimental data whose locus differs slightly but pr<^re8- 
fively from a straight line cannot be represented by a two 
constant formula of the general exponential form y = mx". 
This is the case, for example, with data on the coefficient 
of expansion of many substances over wide ranges of tem- 
perature. To obtain an algebraic relation for such cases, 
interpolation formuhe of the general form 

y = a + 6x-|-cj»-|-(ir"+... 
are usually assumed. The number of terms to be taken in 
this equation (i.e., the number of constants to be determined) 
depends upon the precision of the data and on the extent of 
the deviation of the curve representing them from a straight 
line. 

The values of the constants in such an equation are in gen- 
eral best determined analytically. For this purpose it is 
necessary to know at least as many pturs of values of x and 
y as there are constants to be determined. Thus, if the 
equation assumed to represent the data be y ^ a -{- frx -)- ci*, 
it is necessary to know at least three purs of values of x and 
y which, substituted in the equation, will lead to three 
simultaneous equations, from which the values of the three 
unknown constants, a, b, c, can be at once determined by 
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elimination. It is seldom necessary to carry the series be- 
yond the fourth term ds^; in fact, three terms are sufficient 
for most purposes. 

In general, however, the experimental data furnish many 
more pairs of values of x and y than there are coostante to 
be determined. In all such cases the most probable value of 
the constants can be determined by the graphical procedure 
described below or by the method of Least Squares. 

Graphical Solntion — Let i,j/i, z^y^ . . . &y», be the 
numerical values of pairs of observations on the variables z 
and y, which are assumed to satisfy the equation 
J = a + 6x + cj". 

Any three p^rs of values substituted in this equation will 
^ve three simultaneous equations from which a, b, and c 
can be computed, but the values of these constants will vary 
to a certain extent according to which sets of values of x and 
y are chosen. The simplest procedure by which to obtwi 
the best or most probable values of a, b, and c, is to plot all 
values of x and y and draw the best representative hne 
among them. Then select three points on tkie line, — one 
near each end and one half-way between for convenience, — 
determine their ordinates and abscissse, and with these three 
pairs of values form three simultaneous equations and com- 
pute a, b, and c. Having obtuncd the constants in this 
manner, they may be further corrected by computing re- 
siduals and studying these by means of a reddual plot, 
although this requires both care and judgment. A more 
exact although more laborious method of procedure is the 
analytical solution of the equation by the method of Least 
Squares. 

Least Square Solution— As before, let x,i/„ X|i/„ , . . 
tiit/a, be numerical values of the observations, and 

y = a + 6i + ca^ 
the equation the constants of which are to be determined. 
This may be written 

y — a — bx-' cj^^O. 
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If the observed values x, y, were free from all experimeDtal 
errors and the equation represented the law connecting them, 
each pfur would exactly satisfy the equation, with proper 
numerical values of the constants. This, however, is not the 
case, since all observations are liable to indeterminate error. 
Hence, if the observations be substituted in the equation, the 
right member will not in general equal zero, but will differ 
from zero by acme small quantity v called the residual error, 
which may be plus or minus. Thus, by substituting the 
observations in the assumed equation, we get the following 
so-called "ofcaervaiion equatwns": — 

yi — a — hxi — cx^ = r„ 



y» — a — hxu — cxi? = tJn, 

from which the most probable values of the constants a, 6, 
c, are to be detenninai. By the principle of Least Squares 
those values of a, h, c, are the most probable which make 
the sum of the squares of the reEddual errors v a mini- 
mum; i.e., those which make the value of Sr' = t'i' + 
«j' + . . . ui^ a minimum. The expresaon %t^ is a function 
of the quantities a, h, c, and the condition that it shall be a 
minimum is that its first differential coefficient with respect 
to these variables shall be zero, and its second differentia! 
coefficient ppative. The latter test need not be applied, 
however, as inspection will distinguish between maximum 
and minimum values, the limit of the former being evidently 
infinity. 

Applying this condition to the above observation equft* 
tions, we have 

^ — s;(*i +'■ ^ I-'*')— 
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Substituting 
obtain 
(Si— o— ftxi- 

bXm — CX^j 

(yi—a—bxi— 
a — bxm — 

(j/i—a—bxi- 
— a — bxm 

which may be 



These are c 

values of the 
ordinary metl 
number of eqi 
that the pnx 
Sry', etc., in i 
lution of the < 
ess, the labor 
of constants < 
For furthe 
Squares cons 
Wright's Tre 
Merriman's J 
oda see Pedd 



,v Google 



PART m. 
SOLUTION OF n-LUSTRATTVE PROBLEMS, 

AND 

PBOBLEMS. 



..db,Google 



„Google 



SOLUTION OP ILLUSTRATIVE PROBLEMS. 



Before proceeding to the numerical solution of a pre- 
cision problem, the student should first decide the follow- 
ing questions: — 

First. — Is the formula to be discussed in the simplest 
form for precision treatment? It frequently happens, by 
the omission of certain terms the deviations in which 
evidently produce a negUgible effect on the final result, 
that an apparently complex formula can be reduced to 
a more convenient form. If it can be reduced to a pro- 
duct function, this shoiild always be done. 

Second. — From a consideration of the form of function 
to be discussed, a decision should be made as to which 
method it is better to employ in the solution; that is, 
whether to use the general "deviation method" involving 
differentiation of the function or the fractional or "in- 
spection" method. 

Third. — Having decided these questions, the statement 
of the problem should be studied; that is, all given data 
should be systematically written down and inspected to 
see if they are in the proper form for applying the method 
of solution decided upon. If this is not the case, numer- 
ical deviations 8 or A should be changed over into their 

corresponding fractional deviations — or -ry, or vice 

versa, as the case may be. Only after the problem has 
been consistently stated should the actual solution be 
b^un. 

These general directions are illustrated below by the 
solution of several typical problems. 
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Problem i. — Given the following mean values of the 
weight of four substances with their respective deviation 
measures: — 

«)i = 3147.226 gms. A.D. = 0.Z12 gm. 

Wa = 100.4211 gms. reliable to 0.015 per cent. 

Wa = 1 .3246 gms. Probable error P^. = 0.001 1 gm. 

w, = 604.279 gms. reUable to 1 part in 5000. 

(a) Indicate any superfluous figures in the above meaa- 
urements, considering each independent of the others. 

Each quantity should be catried out to two places of un- 
certain figures as indicaUd by the two significant figures in 
its average deviation (Rule III., p. 24). The avenge devi»- 
tion of each measuiement should therefore be computed for 
each measurement if it ia not already given. Computing 
the average deviations and applying Rules I., II., and III., it 
will be seal that the correct number of figures to be retained 
is as follows: — 

UM - 3147.23 gms. A.D. - Si - 0.31 gm. 
ui- 100.421 gms. J.D.- Ji-0.D15gm. as 100^^-O.OlS. 

va - 1.3246 gms. AJi. -it- 0.0013 gm. as P£. - 0.S5 A.D. 
AD. 1 

"fiooe' 

(&) Which is the most and which the least precise of 
these measurements? 

When the quantities whose preeiaicMi ia to be compared are 
not of approximately equal magnitude, their relative pre- 
cision is found by comparing their fractional or percmtage 
deviations, but not their average deviations or probabls 
enora. Hence with the above data we must compute the 
fractional or percmitage deviation of each of the quantitka. 

For tn. 100 - - 100 ^ - 0.010 per cent. : 
iDi 3100 

tra, 100 — - 10o5^ - 0.015 per cent.; 
ui 100 

tn. 100^ - 100?^ - 0.10 per wot.; 
WH, 100^ -100^ -0.020 percent. 

Therefore, the ord^ of pircision is m, tn, m, to. It is to be 
noted tiiat, althou^ tn is weighed to a much smalkr fractioa 



.A.D.-ti-0.12gm.as^ 
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of & gram than any of the other quantities, it hae by far the 
largest percentage deviation, and is to be regarded, there- 
fore, aa the least precise measurement. 

(c) Find the stun of the measurements and its devia- 
uon measure, retaining the proper number of s^piificant 
figures in the computation. 

JIf = UJi + UJa + Wa + Wt. 
The quantity having the largest A .D. is \n, its average d^ 
vtation being 0.31 gm. In the unit« choaen to express the 
measurements, the first and second decimal places are un- 
certain. Therefore, by Rule IV., page 24, two decimal places 
only should be retained in each of Uie other quantities to be 
added. 





3147.23 gnu. 

100.42 gnu. 

1.33 gms. 

804.28 gnu. 

JIf- 3853.25 gnu. 






.a-V'ii'+V+A»'+A.*. 






Ai-^.*i-*i-0.31gm. 


Similariy, Ai - Si - 0.015 gm., which is negligible. 
Ai - J( - 0.0013 gm., which ia negligible. 
A.-*,-0.12gm. 



Therefore, & - V**!* + *.' - V'o.3l' + b.l2*- 0.33 gm. 

((f) Find the product of the four quantities and its 
precision measure. 

Af ^U"! . tTa . Wa . w*. 

By Rule V., page 24, the least precise factor is us, which 
is good to only 0.10 per cent., and in which, therefore, five 
significant figures should properly be retained in a compu- 
tation, the last two being uncertain. Five figures should 
likewise be retained in each of the other factors, and five 
place logarithms should be used in the computation. 
11^ -3147.2 log- 3.49793 
tn - 100.42 log - 2.00182 
iM- 1.3246 log-0.12200 
10,-604.28 log- 2.78124 
log Jlf- 8.40308 
or JV - 252980000. imis.* 
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Hie preciBion of M Bhoukt be computed by tlie bsctional or 
inspecUon metiiod, as it is a product functicHi. By refemng 
buck to problem (b), it will be Been that the pooentage pie- 
dsion of wi, wi, and tn is between fire and ten times as great 
aa tiutt of tm. Hence practicallj all of the uncertainty in the 
pfoduct will result (ram the deviation in this factor akma, 
Ab M iB directly proportioned to the firat power of tot, 

100^-100-^ 
■od thecefwe the penxaitage deviation of the produot 
100^-O.lOperoent. HenoeA-Wx ^-250000. ^i:* 

(e) Suppose the quantities are to be combined by the 
ftmnula 

a =WtXtD»—WtXwt. 

Compute M and its deviation measure. 

Before mibatituting the values of w in the actual calcolt^ 
tion of M, it is always well to note the approximate value 
of the terms involved. Fram inspection of the data It is 
evident that tiDXioi«310000. approximately, and, as the 
least precise factor ui is good to 0.015 per cent., this product 
should be computed to six significant figures, of which the 
last two will be uncertain. The second place of uncertain 
figures thus falls in the tmits' place; anything beyond this 
is, tberefoie, ne^igible. The term uitxwt=eO0. approxi- 
mately, and, as this is to be subtracted from vnx ui, it is 
Qseleee to compute it beyond the units' place, *'.«., three mg- 
nificant figures are suflScient. Six place I<^arithms should 
therefore be used in computing vnxwt, and three place 
logarithms, ghort multiplicati(», or a slide rule in computing 
tnxwi. 
T1iUBU>i-3U723gms. I<« tif] - 3.497928 

in- 100.421 gms. I<« m- 2.001825 

logu>]XTDt-5.49»753 
. ' . uiX u>i - 316048. gms.* 
«•- 1.32 gms. log irg = 0.121 

n- 604. gms. log w - 2.781 

log iwicux- 2.903 
.-. twxiw-798.gms!* 
ir-31«01S^r-798^r-31$260 f^T 
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To determine the preciBioa of Jtf, we note that, if the tor- 
nmla be treated in theformAf ^uiixisi-ti'ixu'ii wemtutuae 
the general differential method and find the effect of each i 
on M, Bnd take the square root of the eums of t^e squares. 
It is evident, however, since tot is good to 0.10 per cent^ 
and Id to 0.02 pa cent., that Uie first three significant figurea 
of the product *0) . tp* are known ezactlj, and, therefore, the 
devtationa in u* and ict introduce no uncertainty in the final 
Ksult M, The whole uncert^nty comes from the meaaure- 
ments ici and in. As tnx w* is also numerically small com- 
pared with wi X wi we may, in the preciuon discussion, neglect 
it and write 

Jf — wi X ui approximately, 

and obtain the precision of M by the fractional method, 
llie resultant fractional deviation in ^ is 



s-V(h)'+(I)" 



^'_:^ -0.00015 



or ^^~M~ ^'^^^ '^^ ''^^ 

and A -320000.^a7>:0.0001S-S8^B!*; 

that ia, the value of 3f is uncertain by± 58 unita. 

The above problem illustrates the manner in which the 
number of significant figures to be retained in a measure- 
ment depends entirely upon the way in which it enters 
into the computation. Thus in (d) Wa was required to 
its full precision, while in (e) it might have been measured 
much less precisely. 

Problem a. — It is desired to determine the amount of 
heat H generated in one hour by a certain incandescent 
lamp, together with its deviation expressed in calories 
and in per cent. Suppose mean measurements obtained 
by an ammeter and voltmeter give / = 2.501 ± 0.012 
amperes, and E = 109.72 ± 0.34 volts respectively, and the 
time of opening and closing the circuit is uncertain by 
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± 0.5 second at each operation. The value of H eipressed 
in calories is 

H = 0.2390 1 ^.t. 

The ezpnasioa for ff is, as it sUucU, a siniple product 

functioa of the variablea 7, B, and I, and cannot be further 

■implified. The problem should therefore be solved bjr the 

fractional method. 

The dftta given are 

/ -2^1 amp. Si - 0.012 amp. 
£-109.72 volts. IjT - 0.34 volt. 
t -lt—li~l hour-3600aec. 
''i "''t "^-^ B^i bu^ '■ '" unknown. 
The desired results are the value of H, its deviatitm A in 
calories, and its percentage deviation 100 — . 

The ficBt step is to change the given deviations t in each 
component into their respective fractional deviationa. 

The fractional deviation in / is -v — ~k'T " *'-*™" 

The fractional deviation in £ is .^ . ^^ _ 0.0031. 

To find the fractional deviation in (, we must first compute 
its numerical deviation. Since! — (i — (i and At,— It,~0.5Bec., 
the DUmerical deviation in ( is 4— y/iT+i**; 
but ^^""^ .».,-J<i- 0.50 sec 

and At-|^.3,,-«^-0.50aeo. 



Therefore J - Vo.5' + 0,5' - 0.70 sec,, 
and the fractional deviation in t is 

This is seen to be negligible compared with the fractional 
deviation in the current / and voltage B (see page 31). 
Hence the resultant fractional deviation in ff is 



«-v/(B')'+(i')" 
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Bj inspectioa of the formula for H, sinoe / and E both enter 
as first power f acton, 

^-*^- 0.0031. 
H E 

•Tierefore, ^ - V65M8'+aOMl'-0.0057, 
or the percentage deviation in £f ia 100 jj — 0.67 pa ccot. 
In computing the value of H, we note that the least pt^ 
cise factor ia the current which is uncertain hj 0.48 pet ctxit., 
and hence should be carried in the computatitm to four sig- 
nificant figures. H ahouM therefore be computed by four 
place logaiithms, (our figures being retained is each factor, 
induding the constant for transforming Joules to caloriea. 

H - 0.2390 X 2.501 x 100.7 x 3600 
■• 236100 caloriee. 
Hie numerical deviation A in £f ia obtained at once from its 
fractional deviation, as 

A - 240,000x 0.0067 - 1400 calories. 

Problem 3. — ^The candle power of a gas flame is meas- 
ured against a standard candle by means of a photo- 
meter, the flame being placed at the end of a bar 100 
inches from the candle. Suppose the mean of a series 
of disk settings gave a=20.17±0.27 inches, a being the 
distance of the disk from the candle. Compute the 
candle power of the flame and its deviation, assuming 
that the candle is burning at its normal rate. 

L (flame) _ (100-a>' 
Lg (candle) a* 

m.- u -.. r r /100-<l\» /IO0-a\» 

This may be written L ~ L, { / " ( I 

aaL^ — l candle power" I c.p. •• constant. 

J / 100.-20.17 -\' /79.83\' ,.„„„ 

^ - ( 20.17 ) {mf) - "'^ 'P- 

L is a function of a single variable a; it is to be noted in 
the precision discussion that the function cannot be regarded as 
a fraction in which a deviation in the numerator is inde- 
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pendent of the deviation in the dcnoiDin&kir. The fonnulft 
may, however, be simplified by writing it in the form 
100 -a 

L'-v'£-i><— ^— 

and Bolring first for the deviaticm in h', after iriiich the 
desired deviation in L can be eaaly found. 
The deviation \' in h', due to a deviatiim i » 0.27 inch in 

da\ a J o' 

,100 CI 

To find now the deviatj<xi in L, we may proceed in either c/ 
two ways: — 

Pint. GmenU Method : 

where & is the desired deviation in L. 
Therefore, A - 2<i/L . &' 

- 2x ^ieTp:^ 0.068 (cp-)* 
-0.54c.p. 
Second, Fractumal Method: 

The fractiooal deviation. in L' oorrespoDding to A' is 
A' 0.068 0.068 

and, since L' — L', the fractional deviation in L' ia on»4ulf 
tike fractional deviation in L; 

A^ 1 A 

L'" %' L' 

.■.^-2.r, -2x0.017-0.034. 

Therefore, A - 0.034x L - 0.034x 16 cp. - 0J}4 cp. 

The same result would of course be obtained by ^iplying 

the general differentiation method to the original formula 

for L, but the resulting value of the differential coefiideat is 

somewhat more complicated. 
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On the amunption th&t the aver&ge light emitted b3r 
tile candle during the meuurementa ia equal to one candle 
power, the candle power of the gas flame ia 15.67±0.54 c.p.; 



i^., it ia known to only 100 

origin»l photometer aetting a ia good to 100 



1.4 per cent., although the 
0.27 



- 1.4 per cent. 



Problem 4. — Suppose the index of refraction n of a 
mbstance is to be determined by measuring the angle of 
incidence i and the angle of refraction r of a ray of light. 
If approximate measurements give i=45° and r=30*, 
how precisely should these two angles be measiu%d to 
give n to 0.2 per cent.? 

The formula for n ia 



As this ia not a product function of the variablea i and r, we 
must uw the general deviation method if we treat the for- 
mula in the above form. If, however, we change variables 
to X and V, letting z « sin i and y - sin r, the formula becomes 
n — -, to which we may apply the fractional method of solu- 
tion for finding the allowable deviations in x and y. Having 
done this, however, we still have two new problems to solve 
by the general method, namely, the determination of the 
deviations in i and r from the equations x = sin i and j/ — 
sin r. Both methods lead, of course, to the same result. 
We iwill solve the problem both ways. 
Firtt Solution. Otneral Method: 



Given 100- -0.2; t-45°; r 



> find ii and ir. 



We must first find the value of the d in n from the pre- 
scribed percentage precision before proceeding to the solu- 
tion. This necessitates knowing the approximate value of n,. 
which is easily obtained from the data; 



in 45 



1 . 1 



Bin30 ym ' 2 
- 1.4x0.0020-0.0028. 



— 1.4 approximately. 
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Diatribnting tius deri&tioa between { and r by equal effeota, 
'i_0.0028_„,^ 



But ^-ai'^-i«^r-" 

.-.*/- A, -5^ - 0.0020 ?^ - 0.0014 

To expreea this allowable deviation in the aogle in dtgntt, 
we note that 

I'-j^- 0.017 rodiana, 

therefore, 8; - ^^ - 0.082% or i.^. 

Similarly, Ar~ ^ ■ V " - • - - j • ■ — - -*r 



eini coar ein45 cos30 

O.O0O82 _ 
0.017 



or, expreeeed in degnm, ir - ^ ^^ ~ -0.0*8", or 2.9' 



The solution dkows, therefore, th&t, to obtMD a precinon 
of 0.2 per cent, in n, an inBtrument should be used capable of 
reading to at least 3'. In practice one graduated to read to 
minutes would be choeen. 

Second Solution. Fractional MeDtad: 11 we put JB— sin i 
and y— sin r, then n — -, and we may use the inspection 
method as follows. The prescribed fractional deviation is 
stated to be not greater than — •■ 0.0020. Hence, distribut- 
ing this deviation between x and y by equal effects, we have 
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xand y. Aaz— Bin i isa trigoDometrio function, we must 
Ko back to the general differentiation metliod to find tha 
deriation in { correaponding to a deviation t^ in «. 



As 




-0.0014, 








we have 


>< 


- 0.0014 


I-.O.0OU 


1 sin 45 


•- 0.0010. 


Abo 


i^- 


dBinf 


Jrf-ooai 


.*/ 






.ii' 




0.0010-!- 


k-"- 


0014, 


tvindecrecB S,< 


0.0014 
■ 0.017 ' 


-0.082*- 


4.9-. 




Similarly, 


to 


find Ir, 


pven y- 


ain r 


and ^ * 0.0014, we 
"- 0.00070. 


have 


V 


-0.0014 


I/-O.OOU 


Lain 30 


Also 


*r 


_,rfBinr 


.<,-ooa 


T .tr 






.Ir 


-i- 


.o.ooo70-^^- 


0.00082, 


or ind^reeatr 


.«^.0.«8. 


-2.V. 





In thia problem there ia eridottly no saving of labor by 
transforming the function to the product form and firat 
using the fractional method, as the ultimate solution neceeai- 
tatee going back to the general method. 

Problem 5. — It is desired to determine the specific 
heat of a substance to 0.5 per cent. How precisely should 
the various measurements be made, their approximate 
magnitude beii^ known from a prehminary experiment 
to be as follows: — 

a —specific heat of substance —O-IO 

tp —weight of substance- 300 gma. 

tPa— weight of water— 500 gms. 

tri— weight of calorimet«r, etc. —100 gnu. 

«i — sperjfie heat of calorimeter— 0.095 

k —unn— water equivalent of calorimeter— 9.S 

U — t«mperature of hot eubetance ■■ 100* C. 

(1 —initial temperature of calorimeter — 15° C. 

1% -final temperature of calorimeter— 20° C. 
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(,-lt-faU of temperature o( 0ubstance-lOO'-2O° -SO* 
(t— (i— rise of temperatui« of calorimeter and contents « 
20" - 15" =6° (w, + fc)((,-ii) 

("■) (.t,-ti) 

It would appear at Srst eight that this problem could 
be Botred only by the general method, as « is not a product 
function of the direct measurements; it is however the prod- 
uct of four factors repreaented by the parenthesee, and each 
of these factors is independent of the others with the ex- 
ception of ((■— (i) and ((■— fi), both of which involve d. 
But an error in ti has so small a percentage effect on U-tt^ 
80° cmnpared with its effect on tt— d — 5° that we may ne^ect 
it in the precision discuaaion of the former factor and hence 
uae the more convenient percentage method. Writing 
a - — ^r — we have by equal effects 



^ ^ 4! * JL 0005 



0.0026. 



Hence u each factor enters to the first power 

^-^-,_iL.r,-0.0025.-.ii-5IOgms.x0.0025-1.3gms. 
■ mi (uje + K) 

4!_^_-_^__ -0.0026. ■.»,-5°X0.0025-0.013' 
« nw (d— ii) 

J-~- ^ -O.O026.-.e.-3OOgms.xO.O025-O.75gin. 
^-^--^1— -0.0025. •.*4-80'X0.0025-0.20° 

It is evident that by far the most difficult of the above 
Goikditions tofulfilis themeosurenientof im- 5°to ±0.013°, 
An accurate calorimeter thermometer reading to 0.01° 
and very careful manipulation are necessary. To measure 
mt— 80° to ±0.20° ia easier, but reqmrea an accurately 
calibrated thermometer. A greater degree of latitude in 
these temperature measurements is desirable. 

On the other hand, the weight of the aubstanoe w can 
easily be determined with much greater precision than the 
above solution calls for. Thus 300 grams can be wei^ied 
on an ordinary balance to the nearest 0.1 gram, i.e., to about 
eight times the precision called for above, with Uttle or no 
additional time and labor, in which case it will introduce 
no error in a within the prescribed 0.5 per cent. Similarly 
the (actor w,+A-.c+tnai-«»+ 100X0.095 -500+9.5= 
510 can easily be determined much better than ± 1.3 grams. 
For if ai~0.095 is good to only 1 per cent, and loi— 100 pns. 
is wei^ied to 1 per cent or ±1.0 gm., k-ioiai— 9.6 wiD 
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be reliable to about ±0.13 gm. B; weighing the water toa 
to the neaitBt one- or two-teatha gram the error of the 
factor <Wo+fc} oa the lenilt beoomes n^ligible. Ibe 
probkm nu^ tbeidore be resolved by equal ^ecta aaeuiD- 
ing the allowable error is diHtributed among (no iueteod of 
tour [actora, and thus increasing the allowable deriatkou 
irtikh may be made in each. 

Hence -^ - j-^ - 0.0036 .■- h - O.OIS* 

ii - --^- 0.0036. -.fc- 0.29' 

A Btin further latitude in »i can be obtained if the enwr in 
f.-(i ia made lees than 0.29", as is easily poaaible. 
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Qvestions and Problenu. 

t. Explfun the terms: precision metwure; deviation metuuni 
constant error; residital error; probable error; mean error; hvgt 
error; indeterminate error; weighted mean; vieiglUs. 

2. What is the geometrical significance of the average 
deviation, probable error, and mean error in relation to the 
curve representing the law of chance? 

3. Is it practicable to reduce the average deviation of a 
mean result to any dedred value by increasing the number 
of observations? Why? 

4. If the mean value of the length of a rod computed from 
nine measurements is 24.213 cm. A.D. — 0.012 cm., bow many 
more similar observations should be made in order that the 
A.D. —0.0060 cm.? 

5. Under what circumstances may an observation properly 
be rejected, and why? 

6. What determines the number of places of »gnificant 
figures to be retained at any part of a computation? 

Under what circumstances should four, five, or seven-place 
logarithms be used in a computation? 

7. Do the number of ugnificant figures in a result depend 
upon the position of the decimal point? Explain reasons for 
your answer. Does the precision of a result depend upon the 
position of the decimal point? Why? 

8. Explfun why when adding or subtracting observed 
quantities we are governed by decimal places in rejecting 
figures, but, when multiplying or dividing, places of signifi- 
cant figures, regardless of the decimal point, must be con> 
ndered. 
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■ Problema iUtistrating Proper Use of Significant Figures, Short 
Methods of Computation, Weighting (Mervations, etc 

9. Given the following experimental data: — 

mi = 10.4238 ohms ± .0101 ohm 
m3«1000.129 ohms ± 0.020 per cent. 
ma - 0.1427 ohms ± .0014 ohm 
mf 2.4426 ohms ± 1.04 parts in 2,000 
(a) Indicate superfluous figui«s and the order of precision of 
the measurements. 
(&) Find their sum. 

(c) Indicate figures to retain in computing the product. 
{d) Indicate the proper number of figures to retain in each 
part of the computation 

if 3f = mj X 7ns— mi X "i* ■ 

10. Given the following weighings and their deviation 
measures: — 

Tni '- 241.631 gms. ± 0.25 per cent. 

ma ~ 5020. 124 gms. ± 0.9S gms. 

wis = 10.005 gms. ± 1 part in 1,000 

m4= 7141.110 gms. "probable error" = ± 0.603 gms, 
(a) Indicate superfluous ^urea. 
(6) Which is the most and which the least precise quantity? 

(c) Indicate figures which should be retained in each quantity 
in computing their sum. 

(d) Indicate ^ures which should be retained in each quantity 
in computing their product. 

(e) Indicate figures which should be retained in each quantity 
in computing Jlf- "" ^ "^ + m.. 

11. Given the following measurements of the length of a 
rod and their precision measures : — 

24.316 cm. ±0.028 cm. 

24.3922 cm. ± 6 parts in 1,000 

24.3184 cm. "probable error" ±0.0121 cm. 

24.3091 cm. ± 0.12 per cent. 

24.3100 cm. ± 0.0152 cm. 
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(a) Indicate tnipeifluoiu figures. 

(6) Indicate the order of reliability of the results. 

(c) Compute the telative "weights." 

(d) Compute the weighted mean. 

12. Given the following independent determinations of the 
E.M.F. of a certain cell: — 

1.4273 volts ± 0.0014 volt 
1.4291 " ±0.15 per cent. 
1.4278 " ± 1.6 parts in 1,000 

Find the relative "wei^ts" of the determinations and indicaU 
how to compute the weighted mean. 

13. Four independent observers determine the value of a 
resistance of approximately one ohm to 0.10 per cent., 0.0030 
ohm, one part in five hundred, and with a "probable error" 
of 0.00085 ohm, respectively. What are the relative reliabilities 
of the determinations and their respective weights? 

14. The mean of mxteen comparisons of a yard scale and a 
standard meter scale gave the result:^ — 

lyani-=0.91449m. vlJ>.- ±0.00011 m. 

If t^ere is a residual error of ± 0.007 cm. in the meter scale 
after all sources of constant error have been corrected for, to 
what fraction of an inch is the value of the yard reliable? If the 
meter scale were correct at 0° C. and used st 20° C, how lai^ 
a constant error (in inches) would result if its expansion were 
n^ected, aesiiming that it expanded 0.0025 per cent, per 
degree? 

15. If a distance of approximately 10 feet is measured to 
one-tenth of 1 per cent., what is its average deviation, percentage 
deviation, and probable error if the distance is expressed in 
meters? 1 meter -39.370 inches. 

16. Compute M from the foDowing data, without slide rule or 
logarithm tables, in the ahorieel powAIe way, retaining only 
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two uncertain figures at any stage of the computation and 
in the result; state the time it takes you to make computation. 

3f = 3f, + Afa(l+o)* 
Ml" 1.04329 ±0.20 per cent. 
Jlf3=i=0.1062±.0011 
a=0.00503, error n^^ble. 

17. Compute the temperature t from the following data by 
the shortest possible method, rejectii^ alt ^urea at each step 
of the computation which do not affect the second uncertain 
place of %ures in the result. (Use methods of approximation, 
see Table II, Appendix, whenever possible.) 



apo — icptK 



l + ati p,, 



pi=921.18 mm. ±0.10 mm. 

p,c=672.29 mm. ±0.10 mm. 
oaO.00367, error ne^gible 
fc=0.000027 reliable to two figures 

(1=20.0" ±0.1" 
r =0.0173 ±0.0010. 



18. Calculate the specific gravity of a liquid from the follow- 
ing data in the shortest possible way consistent with the pre- 
cision of the measurements. 



wi — 6 1 + jfc ((a - ii) Dti 

Ui-35.1432 gms. ±0.0014 gm. 
u>3=39.2764 gms. ±0.0012 gm. 
6 = 10.1211 gms. ±0.0011 gm. 
/i=20.0°±0.1*' 
(3=25.0° ±0.1" 
t= 0.000026 
Z)(,= 0.99825 
Dtt~ 0.99710. 
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ProMems iUusiratijig the GcTieral or Deviation Method. 
ResuUant Effects. 

19. A standard clock pendulum A beating seconds is electri- 
cally connected with a pendulum B so that the time when they 
swing in phase can be accurately noted. Suppose it is found 
from a series of observations that the average time between 
"coincidences" is m=67.2 seconds ±1.1 seconds. If B loses 
on A, compute its time of vibration and deviation measure in 
seconds. ^ 

m — 1 

How many places of logarithms should be used in computing f ? 
Why? 

20. An area as measured by a planimeter is 5.143 square 
inches. The planimeter has a constant error of + 0.012 square 
inch per square inch. The average accidental error of the 
measurement is ± 0.025 square inch. What is the corrected 
area and its numerical and percentage deviation? 

= 21. Astop watch loses r^ularly at the rate of 1.2 seconds in 
15 minutes and the uncertainty of stopping and starting the 
second hand is ±0.1 second in each case. If a runner niakes 
a one-mile record in 4 minutes 35| seconds by the watch, 
calculate the true time and its maximum and average deviation 
measure expressed in seconds and in per cent. 

22, If the experimental error in reading a centigrade thei^ 
mometer is ± .05°, what will be the maximum and the aver- 
age deviation of the difference of the readings in ice and in 
steam? 

23. If X=a sin 0, compute X approximately and its devia- 
tion measure from the following data: — 

a = 0.00017592 cm., error negligible. 
^-45° ±10". 

How many places of logarithms should be used? 
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24. If !/=«- fdnO where 6=60° approximately, compute de- 
riatioD in y if is uncertain by ±0.1°. How many figures 
should be retained in r in computing y? 

25. A 10-ohm coil is standard at 15° C. Compute its resist- 
ance at 30° C. together wiUi ite precisioQ measure if the tem- 
perature is measured to ±0.1 of adegree. With what precision 
can the tTicreaae in resistance between 30° and 60^ be computed 
if each temperature is uncertain by ± 0.1°7 

ft-Bi8 [1+0.0041 ((-15)1. 

26. Two sides, a, b, and the included angle of a lot of land 
are measured as follows: — 

0=101.81 ft. ±0.21 ft. 
6=200.42 ft. ±0.52 ft. 
tf=45°±0.5°. 
Compute the approximate length of the third side e and its 
numerical and percentage deviation. 

tf=o' + 6»-2a6cos fl. 

27. The length of a physical pendulum is given by the 
expreesioD -i 

where r=^ diameter of baU=»-i and A = distance of knife edge 
to the top of the ball. 

Suppose k = 100.03 cm. ± 0.03 per cent. 

d = 6.252 cm. ±0.028 cm. 

Compute I and resultant average deviation, umng correct 
number of significant figures in each term of the formula. 

28. A specific gravity determination by Aicliimedes principle 
gave the following reeulte: — 

weight of substance in air = 10.2431 gms. ± 0.0004 gm. 
weight of substance in distilled water at 20° 0. = 9.0422 gms. 

±0.0010 gm. 
denmty of water at 20° C. = 0.99825. 
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Compute specific gravify and its preciuoD measure, using 
the correct nimiber of {daces of significant figures throughout 
computstioD. la the correction for reduction of weighing to 
vacuo n^Ugible in this case, and why? 

29. Given the following data on the specific gravity of a 
substance lighter tiian water. 

Weight of substance in ur — 20.425 gms. 
Weight of substance and sinker 

immersed in water at 20.0° C. - 9.721 gms. 
Weight of sinker immersed in 

water at 20.0° C. - 11.034gms. 

If the weighing in air is good to ± 0.001 gm. and the weigh- 
ings in water are each reliable to ± 0.03 per cent., compute the 
specific gravity of the substance referred to water at 20.0° C. 
and its numerical and percentage deviation. 

30. A certain alloy is found to contain 2.0136 grams copper 
and 0.8241 gram silver, these analyses being reliable to ± 0.0010 
gram each. Compute the percentage composition of the all<^ 
and the degree of precision with which this is known. 

31. N^ecting corrections for "stem exposure" and expan- 
mon of. the thermometer bulb, the temperature of a constant 
volume air thermometer is given by the expreseioQ 



Suppoee measurements gave 

p„ - 760.31 mm. ± 0.12 mm. 
Pi - 795.47 mm. ±0.17 mm. 
a - 0.003670, error n^;Iigible. 

Compute t and its deviation measure. 

32. Suppoee the mean disk setting of a photometer is 
a - 200.1cm. ±1.2 cm. 
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Compute the cEuidle-power of the light, "amiming the Btaodard 
candle used in the test to be bumii^ at its normal rate. Calcu- 
late the deviation of the result in candle-power and in per cent. 

L a* 

Z-. (candle) (300 -o)»' 

33. A lens is placed at a distance p = 100 cm. ±0 cm. from 
a light source, the image of which on a screen is found to be 
p' = 150.5 cm. beyond the lens. If this measurement is un- 
certain by ± 1.5 per cent., compute the focal length of the 
lens and ite deviation measure. 

i.i+i. 

34. Given L-'-^ 

r =5 feet ±0.50 percent. 
fl-45''±1.0° 
/ = 100 - constant. 
Compute L and ite resultant deviation. 

35. The index of refraction (A a prism is given by the formula 



If D=Z(f and 0-60" approjtimately and each is measured 
to ± 1', compute the approximate value of n and its average 
deviation. 

36. / =K tan 9 for a tai^ent galvanometer, where 

JT- 1.963 ±0.002 
is a constant. If the deviation in reading any deflection 6 is 
±0.1°, compute the value of I and its deviation measure for 
tf-45''andfl=60°. 

37. If 7— X sin 9 compute the value of the current I and 
ite resultant deviation for a deflection 6 =45° ±0.1°, the gal- 
vanometer constant being £ = 4.107 ±0.008. 
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38. Given two ooQs of wire whose approidmate reeistances 
are Ri = lO ohms and Ai = 15 ohms respectively. If the le- 
mstonce of each coil is measured to the nearest ± 0.01 ohm, 
compute the uncertainty in the computed combined leostance 
of the coils when connected 



39. The capacity of a spherical condenser is given by the 

expresaion C = — ^-^- Suppose 
rj — ri 

ri » 10.0010 cms. ± 0.0019 cm. 

rs = 15.0000 cms. ± 0.0044 cm. 

K- 2.0130 ±0.0012. 
Calculate C and its resultant deviation measure; the per- 
centage deviation in the numerator; the deviation measure of 
the denominator expressed in centimeters. 

40. Given two resistances A and B, each known to f^ per 
cent.; A =2 ohms approximately, £-1 ohm approximately. 
If settings on a slide wire bridge are 1^^060 mm., and Is — 
340 mm. approximately and these are each known to ± 0.2 mm., 
compute the deviation measiuv of n, where 

^ IaB-IbA , 



,v Google 



Problems iUuatraUng the General or Dematitm MtAad. 

EqiMd Effects. 

41. If a 10-ohm coil is used as a standard reastaiice, how 
precisely must its temperature be measured in orda- that its 
xesistance A| may be relied upon to 0.02 per oeat.7 To the 
t 0.01 ohm? 

iJ<-flis [1+0.0041 (i"-15')]. 
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Angle (xA — 30° approximately. 
Angle (ha = 45° approxiiuately. 
Side ab = 280 feet approximately. 
If be is to be reliable to ± 0.12 foot, how precisely should 
the angles and side ab be measured? 

47. A distance AB which is inaccessible is to be measured 
from observations made from point C at the apex of a triangle 
with AB as base. 

a— AC— 150 feet approximately, 
fc - BC - 200 feet approximately. 
6~L ACB — 45° approximately. 
If AB ia desired to ± 0. 1 foot, how precisely should a, 6, and 
be measured? AB*=a' +V-2ab con 6. 

48. Given a triangular lot of land whose three sides are a, b, 
e, respectively, a— 120 feet approximately; b— 180 feet ap- 
proximately. The angle S between a and b is about 45°. It is 
desired to find the area of the triangle to 0.12 per cent. How 
precisely should a, b, and 9 be measured? 

Area-^ob sin 

49. The index of refraction of a substance is given by the 

Bin i 
expression n-^^' 

If i — 45° and r = 30° approximately, how precisely should 
these angles be measured in order that the computed value of 
n shall be reliable to one part in one thousand? 

50. Given two coils o! wire whose approximate resistancee 
are Si — 1 ohm and Ri-lOO ohms, respectively. How pre- 
cisely should each be measured if their combined resistance is 
to be reliable to ± 0.1 per cent., when (a) they are connected 
in series, (b) they are connected in parallel? 

51. The E.M.F. of a certain cell is given by the formula 
£-0.0577 log ^ volts. With what predsioD must C\ and Cj 
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be known if the computed value of £ is to be reliable to ± 0.001 
volt ? Ci = 100 and Ca » 1 apppoximately. 

52. A 64 (approximately) c.p. light is compared with a 
standard 16 c.p. incandescent lamp which may be considered 
correct to within 0.2 per cent. The lights are placed 100 inches 
apart at the ends of a photometer bar. If the candle power of 
the l^t ia computed from the meaa of four Bunsen disk set- 
tings, what is the allowable deviation of the mean, if the result 
is to be reUable to 1 per cent.? What will be the allowable 
deviation of a single disk setting? 
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Problems tlhutrating the Pereefdage Method. 
ReauUarU Effects. 

53. If Af-mi (ms* — a) show that the resultant deviation in 
M cannot in general be expressed in tenns of the percentage 
deviations of mi and mj. Is this necessarily true under all 
circumstances? Why? 

54. If the modulus of elasticity of a specimen of steel is 
found to be 20,140 kil(^rams per square millimeter ± 80 kilo- 
grams per square millimeter, compute its value in pounds per 
square inch and its deviation in these units and in per cent. 

1 Kgm. -= 2.2046 lbs.; 1 inch = 25.400 mm. 

55. In computing the area of a circle A = ^—, what fractional 

error will be introduced in ^ by aasuming w^ — l 
Is this error determinate or indeterminate? 

56. The diameter of a sphere is approximately six inches. 
If the averse diameter varies by ± 0.1 per cent., what varia- 
tion in cubic inches will this produce in the volume? If the 
variation in the diameter is ± 0.0020 inch, what uncertunt? 
will result in the volume? 

57. If the value of t is assumed to be V> find the resulting 
deviation, fractional deviation, and percentage deviation in 
the computed volume V of a sphere approximately 10 cm. in 
diameter. If the average diameter of the sphere itself is un- 
certain by ± .010 cm., what is the deviation produced in the 
volume? How nuuiy places of figures should properly be 
retained in t under these circumstances ? 

58. The dimensions of a right cylinder are found to be as 
foUows: — 

length - 12.183 cm. ± 0.024 cm. 

diameter- 8.242 cm. ±0.016 cm. 

Find the volume and its deviation measure, indicating 
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proper number of significant figures at each step of the com- 
putation. 

59. Given the following measurements on the thickness h, 
and the diameter d, of a piece of brass in the form of a right 
cylinder: — 



A in cm. 


din cm. 


1.0472 


3.9903 


1.0399 


3.9967 


1.0445 


3.9892 


1.0129 


3.9970 


1.0483 


3.9803 


1.0435 


3.9931 


1.0491 


3.9928 


1.0467 


3.9981 


1.0412 


3.9981 



Find the proper values of h, d, and r, to be used in com- 
puting the volume of the cylinder to the number of significant 
figures warranted by the above data. Calculate the fractional 
deviation and percentage deviation of the computed voliune. 

60. The seconds pendulum of a clock expands 0.05 per cent. 
per d^ree Centigrade. How much would the clock lose per 
day if the temperature is 5° above that for which the pendulum 
beats true seconds? it 

61. The time of swing of a half-second pendulum is measured 
to 0.20 per cent. The length is measured to 0.10 mm. Find 
the precision of the computed value of g. 

62. If a body falls freely under the infiueuce of gravity (air 
resistance neglected) through a distance of 10 meters, which is 
measured to ± 0.5 cm., and the value of 9 is known to ± 0.03 
per cent., calculate the time of fall and its precision measure 
in seconds. t 

h-l<it'. 
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63. Suppose that fifty 16 c.p. incaDdesceDt lamps are used 
OQ the average 2 hours a day for 4 weeks. Each lamp takes 0.5 
ampere at 110 volts. Calculate the total amount of energy 
consumed in Joules. If this energy is measured by determining 
the average current and voltage by an ammeter and voltmeter, 
each of which reads uniformly 2 per cent, too high, how much 
overcharge would there be on your hghting bill if the cost of 
electrical energy is 10 cents per kilowatt hour? 

If the average voltage and current are uncertain by ±1.1 
volts and ±0.0050 ampere, respectively, what uncertainty 
would there be in the total electrical energy consumed,.and in 
its value in dollars and cents? 

64. Calculate the cost of electrical energy required to run 
an electric heater for 24 hoius if the average resistance is 200 
ohms ±2 ohms and average current is 10 amperes ±0.10 
ampere, the chaise for power being 5 cents per kilowatt-hoiu'. 
Find the maximum and average uncertainty in the computed 
cost resulting from the above uncertainty in the current and 
resistance. 

65. The resistance of a metal bar is determined by measuring 
the drop in potential between its ends and the corresponding 
current Sowing through it. Suppose mean measurements gave 

I — 11.431 amperes ±0.022 ampere, 
E - 0.5073 volt ± 0.0010 volt. 
Compute the resistance of the bar and its deviation in ohms. 

66. Given a wire whose resistance at 15° C. is 

Ru = 10.000 ohms. 
Its resistance at (" is given by the expression 

fl.=i?is[l +0.000511 (( - 15)]. 
Calculate the amount of heat, H, generated in 1 hour in the 
wire by a current of 10.10 amperes if the wire is immersed in a 
bath at 45" C. // = /'ffi. 

If the temperature ( is measured to ± 2.0°, the time to ± 1 
aecond, and the current to ±0.01 ampere, calculate the de- 
viation in H. 
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Problema Hbutraiinfi the Percentofie MeQiod. 
Equal Effects. 

67. How piecifldy should the dimensions of a rectuigular 
slab, the approximate length of the edges of which are a — 1 foot, 
6-2 feet, and c - 6 inches, respectively, be groimd and measured 
in order Uiat the computed volimie may be known to ± 0.005 
cubic foot? How precisely should the density and volume be 
known, if the weight of the slab is desired to 1 per cent.? 
Denfflty=4 approximately. 

68. If the diameter of a sphere and the diameter and lei^th 
of a right cylinder are approximately 10 centimeters, how pre- 
cisely, in centimeters, should each of them be measured if the 
computed volimie of the sphere and of the cylinder is desired 
to 1/10 per cent, respectively? 

69. If it is desired to compute the area of a circle approxi- 
mately 10 sq. cm. in area to 5 parts in 10,000, bow precisely 
should the diameter be known? How n^any places should be 
retained in «- in the computation? 

70. The ratio of the length of the arms of a balance is given 
by the expression 

^ length right arm ^ ^iWt ^ 
length left arm -^^ 
where Wi and Wr are the observed wei^ts of a given mass when 
weighed in the left and right hand pan, respectively. If the mass 
weighs approximately 20 grams, with what prectsbn must Wi 
and W, be deteimined in order that the ratio r may be reliable 
to 0.01 percent.? 

71. If^ " 2A ''" 2 ""* '* ^ *^^*'"*** *<* determine ii to 0.5 per 
cent., calculate the necessary precision (in millimeters) in k and 
in r if approximate measurements give A •=5 mm. and r — 50 mm. 

72. If the focal length of a piano convex lens is given by the 
expression j j 
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bow precisely should n and R be knowD if Uie computed value 
of F is to be reliable to ± 1 per cent.? n » 1.5 approximately; 
£ _ 10 cm. approximately. 

73. The modulus of elasticity of a beam of length I, breadth 
b, and depth d, supported at its ends and loaded at the centre 
Iw a weidit W, is (aven by the formula E «- - — ;—= where a is the 

deflection produced at the centre. 

It is desired to measure £ to 1 per cent. The error in the 
load W may be neglected. Compute the allowable deviations 
in a, b, d, and I. 

If I — ma — "ti = 100 cm. approximately, how precisely should 
the observations mi and mj be made? 

74. In the above problem suppose the approximate measure- 
ments of the beam teeted were: length^l meter; breadUi — 
4 mm.; depth — 10 mm. What load would have to be applied 
at the centre of the beam to give a deflection of 0.5 cm., and 
how precisely should all of the data be measured in order that 

the computed result E be reliable to ±100^7 £-20,000 

mm' 
S^ appreramately. 

75. Suppose a pendulum approximately 550 feet in length is 
swung from the top of the Washington Monument. How pre- 
cisely should the length and time of vibration be measured in 
inches and seconds, respectively, if the value of g computed 

from these data is to be reliable to 0.5 -. rr;? 

(second)' 

■32 — '- approximately. 



-'4' 



76. A clock pendulimi beats half seconds approximately. 
How precisely should the time be measured in order that the 
computed length of the equivalent simple pendulum may be 
good to 0.1 mm.? 

5 = ^ = 980.40 ±0.05-^ 
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77. K B-fli-^, 

to what precision must the rerastances M and N be reliable and 
how closely should the resistance Ri be adjusted if the resulting 
deviation in iZ is not to exceed 0-05 per cent.? 

iVf-lOOohms; JV = 1 ohm; Bi =5,000 ohms approximately. 

78. A current of approximately 10 amperes is indicated by 
an ammeter connected in series with a metallic conductor, the 
volt^e across the terminals of which, as shown by a voltmeter, 
ia approximately 1 volt. It is desired to measure the resistance 
of the conductor to the nearest 0.0001 ohm. To what fraction 
of an ampere and volt should the instruments be calibrated 
and read to give this precision? If instead of the resistance, 
the heating' effect of the current in the conductor is desired, 
how precisely should the measurements of /, E, and t be made 
in order that the energy expended may be known to the near- 
est 20 Joules in a run of one-half hour duration? 

79. A certain lamp takes a current of approximately 1 am- 
pere at 110 volts. If its resistance under these conditions is 
desired to 0.5 ohm, how precisely should the current and voltage 
be measured ? 

80. The indicated horse power (I. H. P.) of an engine is 

given by the expression I. H. P. = 33000 

Suppose for a given engine the approximate values of these 
quantities are as follows: — 

P = 50 lbs. per sq. in. = mean effective pressure. 

L = 2 feet = length of stroke. 

A = Area of piston, the diameter, D, of which is 16 inches. 

N = 100 = number of strokes per minute. 
How precisely should P, L, D, and N be determined in order 
that the computed horse power of the engine may be reliable 
to 1 per cent.? To one-quarter of a horse power? 
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General Pr<Mems. 
Method of Solution Dependent upon Statement of Problem. 

81. Given the following mean values of the weights of four 
substances with their respective precbion measures. — 
»ii = 3147.226 gms. A.D. = ±0.312 gm. 
m3= 100.4211 gms. reliable to ±0.015 per cent. 
ma= 1.0246 gms. probable error P. E.= ±0.0011 gm. 
mt = 404.279 gms. reliable to ± 1 part in 5,000. 

(a) Assuming each measurement independent of the otheiB, 
indicate superfluous figures. 

Comparing these measuremente with each other, which is the 
most and which is the least precise? 

(b) Find the sum of the above measurements and its pre- 
cision measure, retaining the proper number of aignificant 
figures in the computation 

iW = mi + nta + ma + m*. 

(c) Find the percent^e precision of the product 

Af = miXmaXm3Xm* 
and indicate which figures should be retained in each factor in 
the computation of M. 

(d) Suppose the above quantities are combined by Uie formula 

M = mi X ms — maX wu, 
compute the precision measure of M and indicate what values 
should be retained for mi, m^, mg, and m* in the computation of 
M. 

(e) It M \D problem b is desired to ± 0,010 per cent., how 
precisely should each mass be determined ? 

(/) If j^f^ miXm^'XAK ^ j^^ ^^ j^^ ^^^^ j.j 2 

units, how precisely should each component be measured? 

{g) If JU* in problem d is desired to ± 1 part in 10,000, how 
precisely should each component be measured ? 

82. Suppose the angle of total reflection 9 (critical angle) 
between a certain Uquid and air is 45'' approximately. How 
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precisely should this angle be measured in order that tlie 
computed value of the index <^ refraction n of the liquid may 
be reliable to ± 0.5 per cent.? 



83. It is desired to determine the focal length of a plano- 
coovez lens, from spberometer measurements. n = 1.5 approz- 

(a) If F is desired to O.I per cent., with what precision must 
n and R be determined? 

(b) If preliminary meaaurements give r=40 mm. and A»4 
mm., approximately, bow accurately must r and k be deter- 
mined to fulfil condition a ? 

84. The index of refraction of a substance as determined by 
the Pulf rich refractometer is ^ven by the relation 



n = -^JV* — 8in*9, 
where ^ is a constant of the instrument and is the measured 
angle. 

If JV= 1.62100 ±0.00005 and ^ = 45°, approxunately, how 
precisely sfaoiild be measured in order that n may be reliable 
to 0.01 per cent.? 

85. A lens is placed 50 cm. ±0.10 cm. from a li^t source. The 
image falls on a screen which measurement places at 110.82 
cm. ±0.22 cm. from the light source. Compute the focal 
length of the lens and ite numerical and percentage deviation. 

86. The angle of a prism is determined with an optical circle 
by observing the image of the slit reflected from the two sides 
of the fixed prism respectively. Suppose the following read- 
ings are obtained, the vernier A passing throt^ the 360° 
gradation in moving from position 1 to position 2. 
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Poaition 1, vernier A, 280° 10' 20"; vernier B, 100" 9' 40". 
PositioD 2, vernier A, 40' 20' 10"; vernier B, 220° 21' 30". 

If the uncertainty in each reading of the vernier is ± 20", 
compute the angle of the prism and its average and percentage 
deviation. Why should an optical circle be provided with two 
vemieis for accurate work? 

87. The index of refraction of a substance is given by the 
expression n ~ tan 6. 

If the polarizing angle 6=57" approximately, how precisely 
should it be measured in order that the computed value of n 
shall be reliable to one part in one thousand ? 

88. The formula for computing the wave length by means of 

a diffraction grating is for second order spectra X ™ ^ sin *. 

If the grating ia ruled 17,296 lines to the inch, and a prelimi- 
nary measurement gives $ = 53° approximately, with what 
precision must 8 be measured, and how should the optical 
circle be graduated to give X to one part in 10,000? 

89. In calibrating a burette by drawing off water for each 
10 cc. and weighing it in a flask, how precisely should the weigh- 
ings be made if the calibration is to be reliable to 0.01 cc.? 
If the calibration were made with mercury, to what fraction 
of a gram should the weighings be made? Is it necessary to 
note the temperature of the water in this calibration ? 

00. It is desired to calibrate a flask to hold 1,000 cc. at 
20° C, the calibration to be reliable to 0.5 cc. What weight 
(using brass weights sp. gr. =8.5) would you add to the we^t 
of the flask empty, so that it would exactly balance the water 
having the desired volume? How precisely would you make your 
weighings? Would it be necessary to know the barometric 
pressure in this case? Why? 

91. If the weight of a substance in air is 
w-49.7631 ±0.0012 grams 
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and it is desired to calculate its weight W in vacuo, how closely 
should the density S of the substance, tiie density A of the 
balance weights, and the density a of the air in the balance 
case be known in order that the correction to be added to w may 
be computed to the nearest 0.0005 gram? 
Given 6 = 0.8, A = 8.4, and a = 0.0012 approximately. 



w.«,[i + ,{\-l)} 



02. Given the following data on the specific gravity of & sub- 
stance lighter than water. 

We^t of substance in air = 10.1321 gms. ±0.0002 gm. 

We^t of substance and sinker 
immersed in water at 20.0° C. - 8.4418 gms. ±0.0020 gm. 

We^t of mnker immersed in 
water at 20.0° C. - 10.4522 gms. ± 0.0010 gm. 

Compute the specific gravity of the substance referred to 
water at 20.0° C. and its numerical and percentage deviation. 
If the density of water decreases 0.18 per cent, between 4° C. 
and 20° C, compute the specific gravity referred to water at 
4° C How precisely should the temperature of the water at 
20° be determined if this last reduction is to be reliable to 
0.05 per cent.? 

93. A sample for analysis of an alloy of silver weighs 1.3421 
grams. The silver content is precipitated as silver chloride and 
weighed. 

Weight of platinum crucible empty = 15.1343 grams. 

Weight of platinum crucible plus AgCl = 15.6394 grams. 

If each weighinif is liable to an error of ± 0.001 gram and 
the error in the atomic weights of silver and chlorine are neg- 
ligible, calculate the per cent, of silver in the alloy and its devia- 
tion measure. Is any weighing more precise than necessary, 
and if so why? j^tomic weight Ag = 107.88. 
Atomic weight CI = 35.46. 

94. A sample of sodium chloride, NaCl, is analyzed by pre- 
cipitating with silver nitrate and weighing the silver chloride, 
AgCl. 
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PROBLEUS 105 

Wt. of sample of NaCl=0.5017 gm. ±0.0005 gm. 
Wt. of AgCl = 1.1817 gms. ±0.0012 gm. 

AfiBuming the atomic weight of Boditmi and chloriae to be known 
to ± 0.1 per cent, and that of silver to be known to ± 0.03 per 
cent, calculate the per cent, of chlorine present in the sample 
and the precision with which you can depend upon this result. 
Atomic weights: — 

Na=23.00 CI=35.46. Ag = 107.88. 

95. The specific heat of a substance by the method of mix- 
tures is expressed by the formula 

Suppose approximate values for the above quantities are 
w = total water equivalent = 500 gms. ± 1 gm. 
IT— wt. of substance = 400 gms. ± 1 gm. 
h= 20° ±0.05''. 
(2= 25° ±0.05°. 
(, = 100' ±0.1°. 
Compute the approximate value of S and its deviation. 

96. The formula for the latent heat of vaporization is 

J. ^ (iCQ + 1) (ta - ft) - w(f, - fa) 
w 
If the rise in temperatiu^ fa — f 1 = 25° — 15° = 10°, the fall in 
temperature of ' condensed steam (, — fe = 100° — 25° = 75°, 
the condensed steam u> = 20 grams, and the water equivalent 
TO) + fc ■■ 1 ,200 grams approximately, calculate how precisely 
you would determine each of these four factors if r is to be reli- 
able to 0.5 per cent. (Assume r — 540 cal. for steam.) 

97. The value of a resistance X measured by a Wheatstone 
bridge is computed from the relation 
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where Af = 10" ±0.005" 

N - 10,000" ± 0.1 per cent. 
P- 1,820" ±0.9" 
L=0.021*' good to 5 per cent. 
Compute X and its deviation measure. 

98. The specific resistance of a sample of copper measured at 
^ C. is desired at 0° C. Given: length ~ 6 meters good to about 
6imn.; diameter = 1.3051 mm. A.D. =0.0026 mm.; resistance 
at e, 0.08051 ohm ±0.00020 ohm; i»-20''C. ±0.1°; temper- 
ature coefficient 0.0042 good to 0.25 per cent. Find probable 
precision of the computed specific resistance. 

99. A resistance X is measured by the "drop" method by 
comiectii^ a voltmeter directly across the resistance X, while 
the current in the circuit is measured by an ammeter in series 
with X across 110 volts. 

(a) If X is desired to 0.3 per cent., how closely must the 
meter readings be taken? (&) How accurately should the 
meter resistances be known? 

X is about 150 ohma. 

Resistance of voltmeter is about 15,000 ohms. 

Kesiatance of ammeter is about 0.1 ohm. 

100. Measurements on two coils A and B by Wheatstone 
bridge method give the following data: — 

Coil A: Af = 100 ohms good to ^ per cent. 
JV = 1,000 ohms " " " " 
P - 1,019 ohms " " 0.5 ohm. 
Coil B : Af — 10 ohms good to Vt P^i* ceot. 
N = 10,000 ohms " " vi " 
P= 1^73 ohms " " 2 ohms. 
Compute the resistance of A and B in series, and its devia- 
tion measure in per cent. 

Compute the resistance of A and B in parallel, and its devia- 
tion measure in ohms. 

101. The lag angle in an alternating current circuit is given 

by the expression watts in circuit 

cos 9 = — Ti—r, 

volts X amperes 
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FBOBLEUS 107 

If ^)proxiaiat« values in a circuit are: 
watts in circuit = 284, 
volts across circuit = 110, 
current in amperes in circuit = 4.00, 

how precisely should each of these components be measured to 

give to 1 per cent.? 

102. In checking an ammeter by copper deposition method, 
the foUowing data were obtained : 

mass of copper deposited, 1.9786 grams, weighing good to 

±0.2 milligram; 

time cireuit was closed 1,200 sec. ± 1 second; 

average ammeter reading durii^ run 5.113 amperes ± 

0.011 ampere. 
Klec. chem. equivalent for copper = 0.0003286 good to -^ 
per cent. 
Compute the current in the circuit and its deviation measure 
in per cent. Compute the correction to the meter and its devi- 
ation measure in amperes. 

103. In a 60-cycle circuit made up of a non-inductive re- 
sistance and a coil of negligible resistance, but having consider- 
able inductance, a voltmeter across the terminals of the resist- 
ance reads 88.30 volts ±0.22 volt; across the inductance it 
reads 65.95 volts. 

Compute volt^;e across cireuit and its deviation measure in 
volts. 

104. The elevation of a plane table is to be found by measur- 
ing the vertical angle to a signal several milea distant whose alti- 
tude is known, and also measuring the distance of the signal. 
If the angle is about 2" and can be determined within 20", and 
the distance measured to within one foot per mile, what is the 
precision of the difference in elevation? tan 2''ssin2''= 0.035. 

105. A quadrilateral A B C D is to be surveyed by chain 
and compass. The side A D is inaccessible. If A B = 3 chains, 
B C = 10 chains, C D - 3 chams, angle A - 86° 30', angle B - 
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94° 20', angle = 87° 0', and all angles reliable to 5', how pre- 
cisely should chaining be done to be consistent with angular 
detenninations? What is the precision of the aide A D, and of 
the area? 

106. The height of a chimney on a hilltop ia to be computed 
from the following observations : — 

From a station at the foot of the hill the elevation to the 
base of the chimney is 30°, and to the top 45°, each measured to 
±20". The distance from the station to the base of the 
chimney is 300.0 feet ± 0.2 foot. Compute the height of the 
chimney and its uncertainty. 

107. The modulus of elasticity E of a cylindrical wire, of 
length I, cross section q, which when loaded with a weight w is 
elongated by an amoimt a, is given by the expression 

aq 
a = mt — mo where nti and mo are mean micrometer readings 
when the wire is imder a load of w kilograms and no load, 
respectively, q "■fini' where d is the mean diameter of the wire. 
Given the following data: — 

I - 200.11 cm. ± 0.05 cm. 
w = 10 kilograms ± 1 gm. 
mi = 9.4255 mm. ± 0.0024 mm. 
mo = 8.2233 mm. ± 0.0012 mm. 
d = \ .002 mm. correct to ± 0.2 per cent. 

(a) Compute the aven^ deviation and the percentage de- 
viation of q. 

(b) Compute the deviation of a. 

(c) Compute E, using proper number of significant figures. 
id) Compute resultant percentage error of E. 

(e) Are any of the above data more precise than necessary, 
and why? 

' 108. If it is desired to determine E for the above sample 
of wire to 0.5 per cent., how precisely should the componentB 
d, m, and mi be measured, assuming that the deviations in { 
and to can be made negligible? 
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Questions and Problems (m Graphical Methods. 

109. What considerations determine the precision with which 
the constants in the equation of a str^ht hne may be ob- 
tained by the graphical method? With plotting-paper 10 
inches on a side and ruled in twentieths of an inch, explain 
what the extreme limits of precision attainable are. 

110. What LB a residual plot, and what is its use? Explain 
fully. 

111. How would you determine by a graphical method the 
value of the constants a, b, and c in the equation 

y = a + bx + ci? 
from a series of values, zi, ^i, xi, ys, etc.? 

112. What is a logarithmic plot and to what class of prob- 
lems is it applicable? Explain fully its use by an illustration, 
first, using rectangular co-ordinate paper, and second, using 
logarithmic paper. 

113. The heat H generated in a coil of wire in a given time 
varies as the square of the current /. How would you test 
this relation graphically by a series of determinations of H and I ? 

114. How would you test graphically the law that the de- 
flection of a beam loaded at its centre and supported at its 
ends is proportional to the cube of its length? 

115. From a series of measurements on the time of vibration 
and corresponding length of a pendulum explain how you 
could obtain the mean value of g by treating the data gr^hi- 



cally. / = jr-(i- 



116. From a series of measurements on the strength of cur- 
rent / flowing in a circuit of resistance R to which a variable 
(measured) electrometer force E is applied, explain how you 
would find the mean value of R by treating the data by a 
graphical method. 

117. Suppose a current / is measured by a tangent galva- 
nometer for which I'^K tan 0. From a series of values of / 
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and corresponding values of $ explain how you would find K 
by a graphical method. 

118. The formula for the focal length of a lens is 

i.i+i. 

From a series of measurements on p and p' explain how you 
would find the mean value of/ by means of a graphical method. 

119. The specific volume of a certain liquid is found to 
increase with increasing temperature somewhat more rapidly 
than corresponds to a linear formula. The plotted data suggest 
that they satisfy the relation v •= vo + at + bt*. From six pairs 
of observed values of v and ( explain how you would find the 
value of the constants no, a, and b. 

120. Draw on a sheet of Ic^arithmic plotting-paper a set of 
curves for reading off directly the squares, cubes, areas, and 
volumes corresponding to any number of three significant 
figures. 

121. Given the following data on the fiow of water in cubic 
feet per minute in a 10-inch sewer pipe, for various grades 
(slopes) of the pijw, expressed in per cent. 

S = grade in per cent. Q — cubic feet water per minute. 
2.00% 146 

3.00% 170 

4.00% 191 

5.00% 209 

10.00% 278 

Deduce an empirical formula Q "/(S) connecting Q and S by 
means of a logarithmic plot, 

(o) on ordinary rectangular plotting-paper, 
(b) on logarithmic plotting-paper. 
From the formula obtained, compute the quantity of water 
delivered per minute from, first, a 10-inch pipe at 15 per cent, 
grade, second, at 1 per cent, grade. 

Determine these same values directly, from your plot on 
logarithmic paper. 
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TABLE I. 
MATHEMATICAL CONSTANTS. 



QuutiQ'. 


Vdu.. 


Bemuk. 


iSSf™ 


' 


2.71828 


Base of Napierian, natural 
or hyperbolic logarithms. 


0.434295 


l0K». 


0.43420S 


Factor to multiply Napier- 
ian logs to convert into 
Common 1<^. 


9.637784 


1 


2.3025g 


Factor to muIUply Com- 
mon logs to convert into 
Napierian logs. 


0.362216 


' 


3.14159 


Ratio of oircumrerence to 
diameter. 


0.497150 


1/T 


0.318310 


Redprocal cf x. 


9.502850 


»' 


9.86960 


Square of t. 


0.094300 


V^ 


1.77245 


Square root of i. 


0.248575 


Indian 


57»17'45" 


67'.2968- 206265" -arc 
equal to radius. 




Irtegree 


j^-0.017,4633r«dian 
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APPEOXIMATION FORMULA 

It frequoitly happens in a computatioa that a factor of the 
general fonu (1 ± a)" enters where n is a constant and a is 
a quantity whoee numerical value is small compared with 
unity. In such cases the approximate value of the factor 
^ven by the first two terms of its expansion may usually be 
substituted in place of the factor itself without introducing an 
^)preciable error in the result, and the computation becomes 
thereby decidedly simplified. If the factor is of the form 
(m ± a')" where a' is small compared with m, it may be written 



•(-^r- 



* (1 ± a)" and so reduced to the first form. 



Table II. contains the approximate forms of the factor for 
several values of n, together with the error which would be 
introduced by using the approximation. 



PMtor. 


'^,'S- 


"ssr 


Computed Error 

iia-0.01. 


(1 ± a)- 


1±IW 


„,.-.,„, 




l±o)' 


1 ±2a 


o' 


0.0001 


I ± o)' 


l±3<i 


3a' 


0.0003 


1 ± <J)* 


1 ±Aa 


6a> 


0.0006 


l±o)l 


I ±\a 


~la> 


—0.00001 


(l±»)l 


l±!a 


-Ij' 


—0.00001 


(1 ± a)-' 


lT» 




O.OOOl 


(l±o)-» 


l?2ii 


id* 


0.0003 


(1 ± o)-l 


ilia 


w 


0.00004 


(1 ± o)-l 


iTio 


Jo- 


0.00002 



For(l±o) (1±6) (lie) use (l±o 
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SQUARES, CUBES, RECIPROCALS. 




No. 


SquM. 


Cub*. 


lUidp. 


No. 


Sqw». 


Cub.. 


R«ip. 


1.0 


1.00 


1.00 


1.00 


5.5 


30.3 


166. 


.182 


1.1 


1.21 


1.33 


0.909 


6.6 


31.4 


176. 


.179 


1.2 


1.44 


1.73 


.833 


6.7 


32.6 


185. 


.175 


1.3 


1.69 


2.20 


.769 


6.8 


33.6 


195. 


.172 


1.4 


1.96 


2.74 


.714 


6.9 


34-8 


205. 


.169 


1.5 


2.25 


3.38 


.667 


6.0 


36.0 


216. 


.167 


1.6 


2,56 


4.10 


625 


6.1 


37.2 


■ 227. 


.164 


1.7 


2.89 


4.91 


.688 


6.2 


38.4 


238. 


.161 


1.8 


3.24 


5.83 


.556 


6.3 


39.7 


250. 


.150 


1.9 


3.61 


6.86 


.526 


6.4 


41.0 


262. 


.166 


2,0 


4.00 


8.00 


.600 


6.6 


42.3 


276. 


.164 


2.1 


4.41 


9.26 


.476 


6.6 


43.6 


287. 


.162 


2.2 


4.84 


10.6 


.455 


6.7 


44.9 


301. 


.149 


2.3 


5.29 


12.2 


.435 


6.8 


46.2 


314. 


.147 


2.4 


5.76 


13.8 


-417 


6.9 


47.6 


329. 


.146 


2.5 


6.25 


16.6 


.400 


7.0 


49.0 


843. 


.143 


2.6 


6.76 


17.6 


.385 


7.1 


60.4 


368. 


.141 


2.7 


7.29 


19.7 


.370 


7.2 


51.8 


373. 


.139 


2.8 


7.84 


22.0 


.367 


7.3 


63.3 


389. 


.137 


2.9 


8.41 


24.4 


.345 


7.4 


64.8 


405. 


.135 


S.O 


6.00 


27.0 


.333 


7.6 


66.3 


422. 


.133 


3 1 


9.61 


29.8 


.323 


7.6 


67-8 


439. 


.132 


3.2 


10.2 


32.8 


.313 


7.7 


69.3 


457. 


.130 


3.3 


10.9 


35.9 


.303 


7.8 


60.8 


47S. 


.128 


3.4 


11.6 


39.3 


.294 


7.9 


62.4 


493. 


.127 


3.5 


12.3 


42.9 


.286 


8.0 


64.0 


612. 


.125 


3.6 


13.0 


46.7 


.278 


8.1 


66.6 


631. 


.123 


3.7 


13.7 


50.7 


.270 


S.2 


67.2 


651. 


.122 


3.8 


14.4 


64.9 


.263 


8.3 


68.9 


672. 


.120 


3.0 


16.2 


59.3 


.256 


8.4 


70.6 


693. 


.119 


4.0 


16.0 


64.0 


.250 


8.6 


72.3 


614. 


.118 


4.1 


16.8 


68.9 


.244 


8.6 


74.0 


636. 


.116 


4.2 


17.6 


74.1 


.238 


8.7 


75.7 


659. 


.116 


4.3 


18.6 


79.6 


.233 


8.8 


77.4 


681. 


.114 


4.4 


19.4 


86.2 


.227 


8.9 


79.2 


705. 


.112 


4.5 


20.3 


01.1 


.222 


9.0 


81.0 


729. 


.111 


4.6 


21.2 


97.3 


.217 


9.1 


82.8 


754. 


.110 


4.7 


22.1 


104. 


.213 


9.2 


84.6 


779. 


.109 


4.8 


23.0 


HI. 


.208 


9.3 


86.5 


804. 


.108 


4.9 


24.0 


118. 


.204 


9.4 


88.4 


831. 


.106 


5.0 


25.0 


125. 


.200 


9.6 


90.3 


857. 


.106 


6.1 


26.0 


133. 


.196 


9.6 


92.2 


8S5. 


.104 


6.2 


27.0 


141. 


.192 


9.7 


94.1 


913. 


.103 


5.3 


28.1 


149. 


.189 


9,8 


96.0 


941. 


.102 


5.4 


29.2 


157. 


.185 


9.9 


98.0 


970. 


.101 
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TABLE IV. 
FOUR PLACE LOGARITHMS. 
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TABLE IV. 
FOUR PLACE LOGARITHMS. 
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TABLE V. 

SINES. COSINES, TANGENTS. 





Malunl. 


Locuiihmio. 




8lD. 


Co*. 


Tu. 


Bin. 


Co.. 


Tu. 


0.0 


0.0000 


1.0000 


0.0000 


-« 


0000 


-» 


0.5 


0.0087 


1.0000 


0.0087 


7.9408 





0000 


7.9W9 


1. 


0.0175 


0.9908 


0.0175 


8.2419 


g 


0999 


8.2410 


1.6 


0.0262 


0.9997 


0.0262 


8,4179 


9 


9999 


8.4181 


2. 


0.0349 


0.9994 


0.0349 


8,5428 


9 


9997 


8.6431 


2.5 


0.0436 


0,9990 


0,0437 


8,6397 


9 


9996 


8.6401 


3. 


0.0523 


0.9986 


0,0524 


8,7188 


9 


0994 


8.7194 


4. 


0,0698 


0.9976 


0.0699 


8.8436 


9 


9989 


8.8446 


6. 


0.0872 


0.9962 


0,0875 


8,9403 


9 


0983 


8,9420 


10. 


0.1736 


0.9848 


0,1763 


9.2397 


9 


9934 


9.2463 


16. 


0.2688 


0.9669 


0.2679 


9,4130 


9 


9849 


9,4281 


20. 


0.3420 


0.9397 


0,3640 


0,5341 


9 


9730 


9.5611 


26. 


0.4226 


0.9063 


0.4663 


9.6259 


9 


9573 


9.6687 


30. 


0.5000 


0.8660 


0,5774 


9,6990 


9 


9375 


9,7614 


36. 


0.6736 


0.8192 


0,7002 


9,7686 


9 


9134 


9.8452 


40. 


0.6428 


0.7660 


0.8391 


9.8081 


9 


8843 


9,9238 


45. 


0.7071 


0.7071 


1,0000 


9,8495 


9 


8495 


0.0000 


60. 


0.7660 


0.6428 


1.1918 


9,8843 


9 


8081 


0,0762 


65. 


0,8192 


0.6736 


1.4281 


9,9134 


9 


7586 


0,1548 


60. 


0.8660 


0.5000 


1.7321 


9,9375 


9 


6990 


0.2386 


66. 


0.9063 


0.4226 


2.1445 


9,9573 


9 


6259 


0,3313 


70. 




0.3420 


2.7475 


9,9730 


9 


5341 


0,4389 


76. 


o!9659 


0.2588 


3.7321 


9.9849 


9 


4130 


0.6719 


80. 


0.9848 


0.1736 


6.6713 


9,9934 


9 


2397 


0,7537 


86. 


0.9962 


0.0872 


11.43 


9,9983 


8 


9403 


1.0580 


00. 


1.0000 


0.0000 




0.0000 
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